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Financial Offer: Supply Materials and Implementing of Septic Tank in Al-Hol Camp - NES
Lyges G Jods Jog!l o § Suuall Bpall Olis dudily Slge g 1 Jledl poyad!

items Description

Bu>gll

E

S YL Busgll yau

21 YL JlazV yaudl

Unit

Qty

Unit Price (USD)

Total Price (USD)

MANHOLES OF (0.6*0.6)M INTERNAL DIMENSIONS:

Supply tools, machines, laborers and materials and excavations in all type of
soil including rocky layers, with depth according to the ground level and not
less than 60 cm, constructing Manholes with Lean concrete for floor 10 cm,
for walls and base 12cm thickness, casted by ordinary concrete 250kg/m3,
(the price includes connect the manholes with extended pipes from the
facility compounds,) the price including all backfilling works, The work to be
done according to the instructions of the site engineer.
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MANHOLE COVERING (0.85*0.85)M :

casting concrete slab (0.85X0.85)m 10cm thick. 350kg/m3, to be reinforced
with one layer of bar 5¢10mm both direction, and should includes handles
within the cover The work to be done according to the drawings and
instructions of the site engineer.

No.

HIGH PRESSURE PVC PIPES 200 MM:

Supply materials and tools, excavation and extend and implementation of
high pressure PVC pipes, of the best types, in the local markets, 8 inch
diameter, with all necessary needs to complete the work to connect the
manhole (60x60)cm to the septic tank, The price includes jointing the pipe
using adhesive(glue). and laying fine sand(loam) it must be clean and free
from strange material & filling the path with fine sand over and around the
pipes up to 10 cm thickness and 10 cm under the pipe, the price including
all backfilling works, The work to be done according to instructions of the
site engineer.
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NOTE:
1. Our
2. Our organization is not bound to contract with one company and can split the award between one or more companies.

3.The

Implementation of the septic tank:

1- Digging the septic tank diam 220cmx220cm depth 250 cm .
2-Reinforcement concrete beam 20cm*30 cm around the septic pits and
under concrete cover, using 6 steel bars (3 top and 3

bottom)with dial2 mm and using stirrups diameter 8 mm every 15 cm ( rate
cement 350kg/m3).

3- Execution of a prefabricated reinforced concrete ceiling consisting of 3
tiles with dimensions of 300 cm x 100 cm and thickness af 20 cm using and
the concrete cover should be reinforced with two layer of reinforcement
using steel bar 12mm @10cm c/c both directions, and the cement ratio is
350 kg /m3. using hocks for loading the concrete coverlt is installed above
thcircumferential concrete beam mentioned above, and a hole must be
made in one of the concrete slabs with dimensions of 30 cm * 30 cm with a
cover of metal sheet and work is done according to the instructions of the
site engineer.

organization is not bound to buy the whole quantity mentioned in the Financial Offer.

price must include the delivery of materials and Cleaning processes to Al-Hol Camp/ Al-Hassaka.

4. The offered Price includes, transportation, loading & unloading and any other cost to distribute as per the locations/quantity required.

5.The company must submit an approved site visit form by site engineer and company otherwise the offer will be excluded
6. Any Items (Goods or Materials) to be proposed shall not be

ed or produced by any restricted country (Iran, Libya, Cuba and North Korea).
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RFQ Reference :SYRIA-5A-2021-085



