# Description of Goods / Services Olodsdl / adbadl o g Unit Qty Unit cost Total cost
A - Dabaghia
Generator: PRI CRVLINIRY.
Brand: standby power at least 63 Kva set at 1500 rpm, 50 Hz, 400/231V, de ol die ol ¢l 98 9hSB3 J3YI e ddolusl dellaiwl |, & yloxd oDl
3 phase,electrical governor, single bearing alternator and equipped with: 4398 (Sovie, I 3B &M, 35 400/231 , 33,4250 ,48840L 8951500
Automatic Mains Failure, Lead Acid Battery set, Muffler with flexible b o e 9,60 glie Hls W gl
connector, soundproof canopy 80dBa@ 1meter, jacket water heater. &0 W @36 ¢ yolo Jl (ass Gbj)las de gaze ¢ 3B L ¢S LI
Digital control panel include:KW-Real power.,KVAR-Reactive power., KVA- S d> gl slo Obew 0 1 die 80dBa w guall djle dllan ¢ O 0 Juo o4
Apparent power.,Off/Auto/Main switch.,Emergency push button. P IAVIP LTS VESE WY
Meters and gauges:, Ammeter.,Frequency meter.,Coolant temperature.,Oil KW dbs> delaiuw!
A-1 [pressure.,Battery voltmeter.,Hour run counter.,Low oil pressure.,High KVAR 4ol dellaiwl  NO. 1
water temperature. )] S gigl [Olal - liae
and connecting the generator with the fuel tank on site. (Sl gl dunsS
Warranty: warranty period is minimum of 1 year or 2000 running hours Co 3l Jaius, W gall )l y2 33 )3 wlidie, rel (elide 1 unliedlg Olslial
from the date of commission whichever comes first. The warranty to cover |..clJl 8, y> & a5l o3l laio (olasdl, Jaddl oleln slue, dHladl e g3
any mechanical breakdowns in the engine and/or electrical breakdown in ol e Juaid delw 2000 91 Bu>lg & (e J85 Y Olowdl B p8: 0Ll
generation part or the combination of both parts as one unit. Jac i/ 9 3yl g A8 Jlaci LgT ddaiid QM\JJGL lagol Jwsiacl!
As a mandatory requirement, the certificate of origin for all materials in o sladedl 8algd Bu>lg 8u>gS ol 32| M oy e 91 a3l ¢ 52 343b
this item must be attached with the offer. 02yl g puds O
Changeover Switch: )
Provifion and installation of Changeover Switch 3 phase 400A, four poles, ol P . .:J")w‘,,cmfo
. ) . (2-0-1) @)l 8y ¢ ©Uadl day )l ¢125A B3 gl 7 lide (S 59 .13
A-2 |with three options (1-0-2) and a suitable metal Panel for Changeover . R L e e T NO. 1
Switch with lock and rain cover and painted metal supporter for metal fethe 4ddne dsledy shaoll sllats Jad dggz:“ . wb.q mm fbjj“‘
) . Ll e lgindd dddas d>gl)
Panel to install it on the wall.
Cable for generator: W gal) (LS
A3 Provision and installation cable 4x25 mm2 Cu/PVC shield and PVC filling, 488 20 « PVC g4>9PVC [ pwloeidl (10,8192 2 00 4x25 L5 S 439,08 4 ML 15
with all accessories for connect the generator with the changeover Switch. (B9l 7 lidey W gall Juwo g Oolaele) '
All the work should be done according to the engineer instruction. oodigell Oladadd Wad g Jaadl (S oy Ol e
CONCRETE SLAB:
provide and implement a concrete slab dimension should (5*4*0.15) m 14l 31 dbDUd
plain concrete class 350 kg/m3 , and laying thick nylon under the concrete | /=S 350 4 dilu,s #(0.15 * 4 * 5) balul 4ol 5 dbM Juaisg pd g
with one layer of BRC mesh wire 15 cm X 15 cm, 8mm dia. and make the Suidl Aldl (40 Bu>19 dddo ae Al y3ull o Whanw O gbU 2o 99 <3 o
A-4 |price includes, installation of metallic plate of 100*100*4 mm on the 100 dsdas doxiino oS 53 Jodin y2udl 9o 8 lad ¢ @ 15 x e BRC 15| NO. 1
surface of the concrete base with steel bars inside the base, welded on the Baclall Js-1s 43Y 98 (luad po dilu 3l ucldll mlaw Lo o4 * 100 *
plate, to install the columns of the fence, all necessary needs to complete o9 ¢ Joadl JWSY p3h o S 9¢ 7 bl Bes] ol dominall e do goxk
the work, and all the work should be done according to the details and site 28 9all pudige Oladal g Juoladl o @5 Ol e JlaeYl
engineer instructions.
METALLIC CAGE FOR THE GENERATOR:
Supply and implement a cage for the generator the highest should be 3 m
' i goll Qdae jadb
the main structure consists of iron box 50*30*2 mm every 1.8 m at least Ll B gdive (po ol | Sl O 9K, p3 gl Weall jaad Juaiig du)d
for the columns, and welding a 3 horizontal iron box of 30*30*2 m, and * 30 4.3l Wi Cle 3 el g BuecSU J3YI Lo 01.8 S @2 *30 * 50
BRC mesh 50*50*5 mm, 0.7 sl (e A g plase) slasy ¢ @0 BRC 50 * 50 * 5 &g p 2 * 30
A-5 |with shade (corrugated iron sheets of 0.7 mm) the Area 25 m?, should be dejge ¢ @02 * 30 * 50 S 900 e lgnds ¢ 2 ¢ 25 d>lua (00| NO. 1
fixed on iron tube of 50*30*2 mm, which is distributed every 1.5 m on ¢ elues Catudl Cuds oo ¢ il S Ao 01,5 S
both sides, the roof should be fixed by screws, Jod> B9due 0950 O ez LY gD 9ol (om0 dlgdl Jodin yaud
the price includes the Gate of 1 m width and 2 Hight the frame should be | s 2 5 luall dus Buslg wlab 3 e by wlslasYl a2 * 30 * 30
iron box 30*30*2, with all needs, and painting on 3 layers one anti-rust, 23 9adl pedige Olo gun )y 9 Wilewdadd s @5 Ol o JlosYI (S ¢y
and 2 oil paint, all the work should be done according to the site
engineer's instruction and drawings.
FUEL TANK: L
Supply and install 2000 liters capacity steel fuel tank thickness should be 2 . . e . s
. . Sl 09509 00 2 8Sleww A 2000 daw $3Y 93 3989 O35 S 59 o),
mm the shape should be according to the drawings, over a steel base of (1 o it e e e e ,
_ _ _ a5 009 2(0.5 x 1 x 1) bl 43 45 8ucld (3 45 Olalasea)| oy
A-6 |[X 1 X 0.5)m dimensions, the frame should be prepared by iron tube 60*40 , - NO. 1
. . . Olabaseodl a0 1 J gl 00 3 o 40 * 60 Wowo dod> 0 gL HbY
cm thickness 3 mm of 1 m length according to the attached drawings, 369 &5l Eolaloss i 256s Wyl xo Jaro 3l Lo ool ¢ 423 5l
Work includes connect with the generator with all requirement of gate »IEI TS ' i & " | 5]
valves, fuel filters...etc. Gl 2589)
A - Total cost for Dabaghia Generator in (USD )
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# Description of Goods / Services Olodsdl / adbadl o g Unit Qty Unit cost Total cost
B - Southern caravan
Generator: PEIRVLINIEY
Brand: standby power at least 63 Kva set at 1500 rpm, 50 Hz, 400/231V, de ol die ol el 98 9hSB3 J8YI e ddolusl delaiwl |, & yloxd dadl
3 phase,electrical governor, single bearing alternator and equipped with: 39 Pi;m,a\jlé GM,ed99400/231 , 354250 ,42.8400 5951500
Automatic Mains Failure, Lead Acid Battery set, Muffler with flexible Lo Loy g0 9,801 gl HLS W g4
connector, soundproof canopy 80dBa@ 1meter, jacket water heater. &0 W @36 ¢ yobo Jl jaes @bjlas de gaze ¢ 3B L ¢S L1
Digital control panel include:KW-Real power.,KVAR-Reactive power., KVA- S d> gl slo Obew 0 1 die 80dBa @ guall djle dllan ¢ O 0 Juo o4
Apparent power.,Off/Auto/Main switch.,Emergency push button. th b e (S gioed dued
Meters and gauges:, Ammeter.,Frequency meter.,Coolant temperature.,Oil KW did> delaiuw!
B-1 [pressure.,Battery voltmeter.,Hour run counter.,Low oil pressure.,High KVAR 4ol dellainl NO. 1
water temperature. o) [ Sl Pgl /Bl #lie
and connecting the generator with the fuel tank on site. (S, gk duess|
Warranty: warranty period is a minimum of 1 year or 2000 running hours Co3dl dasus, W gadl 8yl 4> 00 33 (el sl (oo 1 Guliadly colaluall
from the date of commission whichever comes first. The warranty to cover | .slWJl )l y> ¢ 5yl co Pl laio jolasdl, Juaadl Olelw slae, 4 ladl cJod
any mechanical breakdowns in the engine and/or electrical breakdown in Fob e Juaid delw 2000 91 B9 & (e J85 Y Olawa! 8810l
the generation part or the combination of both parts as one unit. Jac 91/ 9 8 ool 3 4SO JUac] gsi dudasd) Ol N ol 3l Lagl Jusadl!
As a mandatory requirement, the certificate of origin for all materials in o ¢ Ladall Balgd ,Bu>lg Bu> S cpl 32| O (ye o5 91 9 gl £ 32 343b
this item must be attached with the offer. 02yl &e puds Ol
Changeover Switch: )
Provifion and installation Changeover Switch 3 phase 400A, four poles ol PR . ,:L}”AW‘F%
. . . ’ ' (2-0-1) C'JUL“b 43)&.«: ¢ H)Uas| 4:7))\ <«125A Jl&?) J”Ag:u.)\ CU.O.A u.a_{s‘)-ﬁj.ﬂj
B-2 |with three options (1-0-2) and suitable metal Panel for Changeover Switch . P L ew e LT NO. 1
with lock and rain cover and painted metal supporter for metal Panel to dellas Addns doless shaall ety Jazy d33->=:J‘ g i) Mu Mw fb}“‘
. . Ll e lgidd dodae d>l)
install it on the wall
Cable for generator: M gal) (LE
B-3 Provision and installation cable 4x25 mm2 Cu/PVC shield and PVC filling, 488 a0 ¢« PVC g4>9PVC [ pwloxidl (10,8192 2 00 4x25 L6 S 459,84 ML 15
with all accessories for connect the generator with the changeover Switch. (B9l 7 lidey W gall Juwo g Ooldelel '
All the work should be done according to the engineer instruction. oedigall Oladadd adg Joadl S o O e
CONCRETE SLAB:
provide and implement a concrete slab dimension should (5*4*0.15) m 1Ayl A
plain concrete class 350 kg/m3 , and laying thick nylon under the concrete | /e=S350 48 4dlu 3 #(0.15 * 4 * 5) Lolal dolu 5 dby daiiy pd g
with one layer of BRC mesh wire 15 cm X 15 cm, 8mm dia. and make the Suddl Aldl (0 Bu>1g dddo ae Ll y3ll o Whanw O gbU aub99 <3 o
B-4 |price includes, installation of metallic plate of 100¥100*4 mm on the 100 dbdas doxpine oS 53 Jodiy yaudl 9o 8 lad ¢ @ 15 x e BRC 15| NO. 1
surface of the concrete base with steel bars inside the base, welded on the daela)l =1 23Y 98 Hlund pe Al 3l bueld)l mbaw (Je o4 * 100 *
plate, to install the columns of the fence, all necessary needs to complete o9 ¢ Joadl JWSY p3h o S 96 z bl Bes] ol dominall e do goxk
the work, and all the work should be done according to the details and site 28 9adl pudige Oladal g Juuoladl o @35 Ol e JaeYl
engineer instructions.
METALLIC CAGE FOR THE GENERATOR:
Supply and implement a cage for the generator the highest should be 3 m
’ 1 gold (Juao jadd
the main structure consists of iron box 50*30*2 mm every 1.8 m at least Aol Badiuo o o I Sugll 095, 23 8 syl Wgell aad JuaiSg b )4
for the columns, and welding a 3 horizontal iron box of 30*30*2 m, and * 30 48l wd> Cle 3 el g sV J3YI Je 01.8 S @2 *30*50
BRC mesh 50*50*5 mm, 0.7 il (e A gan zilase) slasy ¢ @0 BRC 50 * 50 * 5 dSkig 0 2 * 30
B-5 |with shade (corrugated iron sheets of 0.7 mm) the Area 25 m?, should be dejge ¢ @2 * 30 * 50 S O 900 e lgnds caz ¢ 2 ¢ 25 d>lue (o] NO. 1
fixed on iron tube of 50*30*2 mm, which distributed every 1.5 m on both ¢ goluay Cadudl Codd o ¢ OIS de el 5 S
sides, the roof should be fixed by screws, Jod> @ 9diue 1950 Of ez HbYI gD 9.l oy lgdl ok yaud
the price include the Gate of 1 m width and 2 Hight the frame should be O 2 g9 Tuall ws busly wlids 3 e oMb g il a2 * 30 * 30
iron box 30*30*2, with all needs, and painting on 3 layers one anti-rust, 28 9all edige Olo guny 9 Wilewdatd o @5 Ol o Yl S €0
and 2 oil paint, all the work should be done according to the site
engineer's instruction and drawings.
FUEL TANK: T
Supply and install 2000 liters capacity steel fuel tank thickness should be 2 . . oy e e 25851 0l5
! . Sl 09509 00 2 ASloww 2000 daw ($3Y 98 3989 O35 S 59 o),
mm the shape should be according to the drawings, over steel base of (1 X . T ,
) _ _ S 009 (0.5 x 1 x 1) Lolaul 423V 48 8ucld (948 Willalaseall (o
B-6 |1 X 0.5)m dimensions, the frame should be prepared by iron tube 60*40 . . NO. 1
_ . _ Olaksedd) om0 1 Jghay 00 3 0w 40 * 60 Slowww o> 950 HboY
cm thickness 3 mm of 1 m length according to the attached drawings, 365 &l gl Eolaloss iz 885s W goll xo Jaro 5l Jos Jood ¢ 43 yal
Work includes connect with the generator with all requirement of gate PO TH ' ' & T | 5]l
valves, fuel filters...etc. Gl 2589)
B - Total cost for Southern caravan Generator in (USD )
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# Description of Goods / Services Oledsdl [ aSladl o g Unit Qty Unit cost Total cost
C - Distribution area in PH#1
Generator: 1 3byeS W g4
Brand: standby power at least 110 Kva set at 1500 rpm, 50 Hz, 400/231V, de_puldl wis puol g8 9hS110 J3YI Je dblusl dcllaiul | &)l dodlg
3 phase,electrical governor, single bearing alternator and equipped with: 439N (Sovie, 0l 1B &M, 38 400/231 , 55,4250 ,483840L 8951500
Automatic Mains Failure, Lead Acid Battery set, Muffler with flexible L Loy g0 9,801 gl HLS W g4
connector, soundproof canopy 80dBa@ 1meter, jacket water heater. & W o6 ¢ yolo Jl jass Cbjlas de gazo ¢ 3B L ¢S LI
Digital control panel include:KW-Real power.,KVAR-Reactive power., KVA- S d>g) elo Olsew 0 1 ie 80dBa w guall A jle dllas ¢ O 0 Juo o4
Apparent power.,Off/Auto/Main switch.,Emergency push button. rh b e (S gimed dd
Meters and gauges:, Ammeter.,Frequency meter.,Coolant temperature.,Oil KW dida> dellaiwl
C-1 |pressure.,Battery voltmeter.,Hour run counter.,Low oil pressure.,High KVAR 4ol dellaiwl NO. 1
water temperature. by Sl gigl /OB 7 lias
and connecting the generator with the fuel tank on site. S0l b dctS
Warranty: warranty period is minimum of 1 year or 2000 running hours Co3ll s, W gall )l > 33,5 (elade, nel polidie 1 pusliallg Olsldall
from the date of commission whichever comes first. The warranty to cover | sl 8, y> & a5 )l o)l lasyo (olassl, Jaddl leln slue, doyladl e g3
any mechanical breakdowns in the engine and/or electrical breakdown in 2o oy Juiid 4elw 2000 9 Bty diws (ye Ja5 Y Olasiall 88100 lesal!
generation part or the combination of both parts as one unit. Jdhac 91/ 9.5 ,mall 3 LS80 Jlast ST ddait) Olosall Yol 3b lagal Juiadl!
As a mandatory requirement, the certificate of origin for all materials in o ¢ Ladall Balgd Ul Bu> ¢S epl 32| S (ye T 91 9 gl £ 32 3:3b
this item must be attached with the offer. 022l e puds O
Changeover Switch: .
Provifion and installation Changeover Switch 3 phase 400A, four poles . PR . ,:J“Jszﬁ‘,.c%
| . ! ’ / (2-0-1) @yl &My ¢ oladl dxo )T 200A 583 gl zliie S 39,18
C-2 |with three options (1-0-2) and suitable metal Panel for Changeover Switch . .. . L e T . NO. 1
with lock and rain cover and painted metal supporter for metal Panel to dellas Addne doledy ool ellaty Jako J"J‘PL:J‘ C i) MLM @m fbjj“‘
: : il Je pudd dddas d>gl)
install it on the wall
Cable for generator: M gol) S
.3 Provision and installation cable 4x25 mm2 Cu/PVC shield and PVC filling, 438 20 ¢ PVC g4>9PVC / pwloxidl (10,8192 2 00 4x25 L5 S 459,084 M.L 15
with all accessories for connect the generator with the changeover Switch. B9zl 7 lides W gall Juuo 9 ilielel '
All the work should be done according to the engineer instruction. oedigall Oladadd B g Joadl S o2 Ol )
CONCRETE SLAB:
provide and implement a concrete slab dimension should (5*4*0.15) m 1Al (3l AU
plain concrete class 350 kg/m3, and laying thick nylon under the concrete | / e=S350 &8 46lu 3 #(0.15 * 4 * 5) ol sl 5 A Juaisg pd
with one layer of BRC mesh wire 15 cm X 15 cm, 8mm dia. and make the Seidl Alad! pe B9 dids 2o Dl y3l Cod Claow O 9l ao99 3 ¢
C-4 |price includes, installation of metallic plate of 100*100*4 mm on the 100 ddan dpise S 35 Jod) yaudl g0 8 yad ¢ 0w 15 x e BRC 15 NO. 1
surface of the concrete base with steel bars inside the base, welded on the Baclall Js-1o 43Y 98 (lunad ao ddlu 3l ucldll maw e @od * 100 *
plate, to install the columns of the fence, all necessary needs to complete a9 ¢ Jodl JWSY o3 b S 9¢ 7wl Bues] Cudid dominall e do gouk
the work, and all the work should be done according to the details and site 28 gadl (udige Oladal g Juo ) Cow 035 Ol o JlaeYl
engineer instructions.
METALLIC CAGE FOR THE GENERATOR:
Supply and implement a cage for the generator the highest should be 3 m
' 1 goll (3dae 288
the main structure consist of iron box 50*30*2 mm every 1.8 m at least ol B 9o (p o SSugdl 098, 03 8 a3l W gal) (a8 Juaisg W) g
for the columns, and welding a 3 horizontal iron box of 30*30*2 m, and * 30 a8l dd> Cle 3 plod g BdacSU J8YI Jep1.8 S @02 *30*50
BRC mesh 50*50*5 mm, 0.7 Lol (e A gan pilase) slasy ¢ @0 BRC 50 * 50 * 5 &g p 2 * 30
C-5 |with shade (corrugated iron sheets of 0.7 mm) the Area 25 m?, should be dejgn ¢ o2 * 30 * 50 St gl e lguds o ¢ 2 0 25 d>luns (0| NO. 1
fixed on iron tube of 50*30*2 mm, which distributed every 1.5 m on both ¢ gelues Lol Cudl oo ¢ il S Ao el.5 S
sides, the roof should be fixed by screws, dod> B 9biue 0950 O L S YN 8 5D 9.0 1 (o 2 Dl gl Jadiey yaead
the price include the Gate of 1 m width and 2 Hight the frame should be Os 2 9 Tuall ws Busly wladb 3 L oMby CilslasYl a2 * 30 * 30
iron box 30*30*2, with all needs, and painting on 3 layers one anti-rust, 28 gl pedige Olo guny g leddasd s @ Ol e JlesYI S ¢ o0
and 2 oil paint, all the work should be done according to the site engineer
instruction and drawings.
FUEL TANK: TR
Supply and install 2000 liters capacity steel fuel tank thickness should be 2 . . e e 25351 035
. . Sl 0909 @02 ASlouww A 2000 dnwe ($3Y 93 3939 O35 LS )59 o))
mm the shape should be according to the drawings, over steel base of (1 X oL S it ke (e e ,
C-6 |1 X 0.5)m dimensions, the frame should be prepared by iron tube 60*40 M o229 £(0.5 1 x 1) lasla] 3955 88 32 uw| =1 No. 1
cm thickness 3 mm of 1 m length according to the attached drawings, 365 &l gl Eolaloss i 855s W goll xo Lo gl o Jood ¢ 4S yal
Work includes connect with the generator with all requirement of gate »IEI TS ' i & " ‘ 5]
valves, fuel filters...etc. G258
C - Total cost for Distribution area in PH#1 Generator in (USD )
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# Description of Goods / Services Oledsdl [/ adladl Lo g Unit Qty Unit cost Total cost
D - Naba'a
Generator: PEIRVLINIEY.
Brand: standby power at least 110 Kva set at 1500 rpm, 50 Hz, 400/231V, de ol die puol g8 hS110 81 Je dblis! dellatiwl | &)l dadle
3 phase,electrical governor, single bearing alternator and equipped with: 39 Pi;eu,a\jlé GM,ed99400/231 , 534250 ,42.8400 5951500
Automatic Mains Failure, Lead Acid Battery set, Muffler with flexible L Loy g0 9,801 gl LS W g4
connector, soundproof canopy 80dBa@ 1meter, jacket water heater. &0 W @36 ¢ pobo Jl s @bjlas de gazee ¢ 3B 3L ¢S LI
Digital control panel include:KW-Real power.,KVAR-Reactive power., KVA- S d> gl slo Obew 0 1 die 80dBa @ guall djle dllae ¢ O 0 Juo o4
Apparent power.,Off/Auto/Main switch.,Emergency push button. td b e (S gimed dued
Meters and gauges:, Ammeter.,Frequency meter.,Coolant temperature.,Oil KW did> delaiuw!
D-1 |pressure.,Battery voltmeter.,Hour run counter.,Low oil pressure.,High KVAR 4ol dellaiwl NO. 1
water temperature. oy Sobegigl /Oy = lias
and connecting the generator with the fuel tank on site. 5, gk duesS|
Warranty: warranty period is minimum of 1 year or 2000 running hours Co3dl dasus, W gadl 8yl 4> 00 33 (el sl (oo 1 Guliadly Colaluall
from the date of commission whichever comes first. The warranty to cover | .sWJl )l y> ¢ W5yl co Pl laiyo (olasdl, Juaadl Olelw slae, 4 ladl cJod
any mechanical breakdowns in the engine and/or electrical breakdown in Fob e Juaid delw 2000 91 B9 & (e J85 Y Olowa)!l 8810l
generation part or the combination of both parts as one unit. Jac 9l / 9 8 y=all, 3 4SO JUac] gsi dudasd) Ol N ol 3l Lagl Juaad!
As a mandatory requirement, the certificate of origin for all materials in oo sladall Bolgs Buslg Bu>gS o252 O eye o5 ol VPV PRSI PRV
this item must be attached with the offer. 02yl ge puds O
Changeover Switch: )
Provifion and installation Changeover Switch 3 phase 400A, four poles . . . ,:J“Jszﬁ‘,.cm.ﬁ
: , : ' : (2-0-1) @Il By ¢ ©Uadl da )l «200A 13 bgotdl 7 lide S 59 .03
D-2 |with three options (1-0-2) and suitable metal Panel for Changeover Switch . .. . L . LT . NO. 1
with lock and rain cover and painted metal supporter for metal Panel to Yellae Addne doledy ol sllaty Jako J"J‘PL:J‘ C i) wlm Mm fbjjj
: : il Je gudd dddas d>gl)
install it on the wall.
Cable for generator: 1 gl (LE
D3 Provision and installation cable 4x25 mm2 Cu/PVC shield and PVC filling, 438 a0 ¢ PVC 5> 9PVC / Loloudl (30,8192 2 00 425 16 S 43918 ML 15
with all accessories for connect the generator with the changeover Switch. (Jgmadl 7 liaes W gall Juuo ¢ ilielad )
All the work should be done according to the engineer instruction. aedigall Oladad g g Joadl S R Ol )
CONCRETE SLAB:
provide and implement a concrete slab dimension should (5*4*0.15) m 1Al (3l AU
plain concrete class 350 kg/m3 , and laying thick nylon under the concrete | /=S 350 &8 4dlu s #(0.15 * 4 * 5) Lolal dolu 3 A daiiy b g
with one layer of BRC mesh wire 15 cm X 15 cm, 8mm dia. and make the Sl Sl ye Bug daudo 2o Bl 3l Cod Saow Ol 99 3 ¢
D-4 |price includes, installation of metallic plate of 100*100*4 mm on the 100 dsdas dxpine oS 53 Jodin yaudl 9o 8 lad ¢ @uw 15 x e BRC 15| NO. 1
surface of the concrete base with steel bars inside the base, welded on the duclall Js-lo 3Y 98 Gluad xo dblw ;3| ducldll daw (Je @04 * 100 *
plate, to install the columns of the fence, all necessary needs to complete aroz9 ¢ Jodl JWSY p3b b S 9¢ 7wl Bias] Cudtd dominall e 4o gl
the work, and all the work should be done according to the details and site 28 9a)l (udige Oladal g Juoldl Cows 035 Ol e JlaeYl
engineer instructions.
METALLIC CAGE FOR THE GENERATOR:
Supply and implement a cage for the generator the highest should be 3 m
' W goll (Jdae 288
the main structure consist of iron box 50*30*2 mm every 1.8 m at least dd> Badiue (e o I Sgll 095, £ 3 8 syl Wgell jaad Juailg )4
for the columns, and welding a 3 horizontal iron box of 30*30*2 m, and * 30 48l wi> Cle 3 el g BuecSU J3YI Lo 01.8 S @2 *30 * 50
BRC mesh 50*50*5 mm 0.7 Lol (40 A 9w plase) slasy ¢ @0 BRC 50 * 50 * 5 &g p 2 * 30
D-5 |with shade (corrugated iron sheets of 0.7 mm) the Area 25 m?, should be dejge ¢ @02 * 30 * 50 S 90 e lgnds ez ¢ 2 @ 25 d>luws (oo NO. 1
fixed on iron tube of 50*30*2 mm, which distributed every 1.5 m on both ¢ elues Catudl Cuds oo ¢ il S Ao 015 S
sides, the roof should be fixed by screws, Jod> B9due 0950 O ez LY gD 9ol (om0 Dlgdl o yaud
the price include the Gate of 1 m width and 2 Hight the frame should be O 2 9 Tall us busly wladb 3 Lo oMby CilslasYl &2 *30 * 30
iron box 30*30*2, with all needs, and painting on 3 layers one anti-rust, 28 9adl pedige Olo guny 9 Wilewdadd s @5 Ol o Jasl (S ¢y o
and 2 oil paint, all the work should be done according to the site
engineer's instruction and drawings.
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# Description of Goods / Services Olousdl / adbadl o g Unit Qty Unit cost Total cost

FUEL TANK:
Supply and install 2000 liters capacity steel fuel tank thickness should be 2
mm the shape should be according to the drawings, over steel base of (1 X

39391 0135
a5 @i £(0.5 x 1 x 1) bolal £3Y 48 8ucld 358 Willabaseal] Cuu

D-6 |1 X 0.5)m dimensions, the frame should be prepared by iron tube 60*40 - " 1 3 o 40 * 60 o e G el LY NO. 1
Lb-b-’b&-‘ (ETITE W 9.2.’ dA.«IJ
cm thickness 3 mm of 1 m length according to the attached drawings, 35 sl : " JM" i ‘:&’ S;J\ ! T 37" c::_e,o.!
() Lo.«,o ubJJa.ua ( LMO ( Lo.u.d ( Lo.z.’ ¢
Work includes connect with the generator with all requirement of gate SIS ’ ' &= i 51 5555

valves, fuel filters...etc.

D - Total cost for Naba'a Generator in (USD )

Note:

. Our organization is not bound to buy the whole quantity mentioned in the Financial Offer

. Our organization is not bound to contract with one company and can split the award between one or more companies.

. The Service must delivered to Al-Hol Camp, as per the instruction of Our Organization's Supervisor.

. The offered Price includes transportation, loading & unloading, and any other cost to deliver and Implementation to Al-Hol Camp.

. The company must specify technical staff (One civil engineer and One Electrical Engineer at least) for the project.

. Any damages to materials during transportation will be under the contractor's responsibility.

. Cleaning the site after completing all implemented activities and removing the debris to the identified location by the local authority.
. The company must submit approved site visit form and to be added to bid documents.
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