Olas>de
5)IoY zo JLasL adgell Cadas Com ¢ JosYI o slgidl wie .1
Je dadlgall Comy Bl s (WY aper A o ¢ dudomall
NOTES: el GLG-‘J' adall
1. Upon finishing the works the site shall be cleaned in liaising with the local administration, all debris shall be removed off-base. Final site Ball g :u;.,,l
cleaning shall be approved by the site engineer. (< anle >
2. All provision items samples shall be provided and approved by site engineer prior implementation of the related item line, any required ﬁﬂ;mﬁi;’ﬁjxj:;;ﬁf&r:j
documents such as (certificate of origin, catalogs, datasheet, ...etc) shall be provided according to instruction of engineering team. gl Jm B Laiall 5le e dogllaall colalall 5
3. The system shall be constantly tested during construction to ensure compliance with the design . The testing shall be conducted under 3 @5l rign Sl o Lol L:?J;::IM LTNS:
the supervision of the site engineer. sl aiiline 5o STl el b6 el ﬁw‘)‘é:b‘ v‘: 3
otige G| Cond LI sl L . ¢ g9l oo g is
Bl
Item # Item Descreption Unit Qty Unit price Total price
A1l |Rehabilitation of the Gas store el jJl g3gius JuaG 8sle!
THE WALLS OF THE 20 CM THICKNESS: 1w 20 howw Ohd>
Provision and implementation of new walls of bricks (20x20x33) cm of best Jnadl o (20%20x33) (xeyd Joghall (o Bupdar Ol clivg 1S
quality parallel to the old wall, Using cement mortar for the constructions (3 :1) lelad (giassl Lo pluscicl ¢ @udll jlazd) d)lga 8352 A
ALl (1:3) to fill the joints between the concrete blocks, Should be using horizontal | 2 Sy (old &3 8ylaus plstissl s ¢ Gkl n Juol sl 5 o) mn2 8
ruler level measurement 2 meters during work. All work should be done g Slaalsl e JlosYl apaz o33 Of o . Jaadl I s
according to the site engineer's instructions. 2hgall
CHICKEN WIRE : Fa) el
Provision and installation of chicken wire netting with a width hole 1/2 inch
A.1.2 |and thickness of 1mm at least and, should be fixed with walls by screws and 1 &by 3l 1/2 (oye doiiy pladdl s (0 s (S35 1625| M2 150
washers each 50 cm. The work should be done according to the site 50 S Y gauey Sl dawlgy Ohazdl s ol o9 ¢ J8YI e oo
engineer's instructions. Bg0dl proige Olaglad G Joadl o ol e Lo
INTERNAL PLASTERING: RWESRY] 3\53)}"
Provision and implementation of internal plastering in three coats ( dash,
underlay, softening ), with cement dosage equivalent to 400kg/M*3 white Ll dids ¢ Hloge Giny) ©lide DI Ao ddyy) duaiSy e
A.1.3 |color, with all needed to complete work, should be cleaning the floor from b Saocpanlogf3re/ 925400 Jolad ddiowl Lgas ¢ (daslc|  MA2 150
the cement, and pouring water a week three-time in the day at least, all liwg ¢ Canuwdl o Olusydl Cadass Ol ez ¢ Joadl JWSY p3h
work should be done according to the site engineer instructions. G 0% O oz Joadl S U8V e gl & Sl G gl Bukel
gBgall pedige Dlardad
EXTERNAL PLASTRING TYROLEN WORK : 2dazmy Bl dd g il Aoyt
Provision and implementation of the colored tyrolean spraying, using white
cement, a ratio not less than 400 kg/M*3, dense concentration, with medium | J& Y duuiy padl conwdl plasinl Ogkell ol Gl daisy pdgs "
A.l.4 roughness, and fixing product ( to avoid discoloration), before starting the Tl iy Aawgie Dgduse S 1S5 3 Ao [ 025400 o m"2 75
work, and should be cleaning the floor from cement, all work should be done Caeadl o (21 Cadaiddl oy Jead! ey JB (09l 35 )
according to site engineer instructions. Bg0dl prige Olaglas) ladg Joadl o O G
PAINTING of WALLS WORK : - - bl GBI Jlest
-The s-un-‘ace must l?e prepared with sandpaper an-d sg?eC|aI tools to be ready Iyl 055 Al s 5yanall s ) 343 o -
L(;rir:)tamtmg and laying nylon on the floor for keeping it clean floor from the Ol a B A8l e Islimel A e ok o9 Slial
A.1.5 |-Provision materials and workshops for implementation of three layers at ST ) S o S e e “’3“."*“ "Pw:j M}A,ﬁjf.: MA2 70
least of oil painting acrylic best type and anti-moisture. . . < 'f’bﬂ,éw5 &y,‘%ﬁsl
o . ) o Bl duwg J3lgills Ol gl Jg> Ol Ogamae plusiul -
- Use painting paste around the doors and windows and fill cracks. should be &5 e JlsYl Slate) ms sl s (6l o Al et
cleaned the floor from any specks of dirt. all work should be approved by the e &= TR IR e O i "
- . 2Bgall pedige
site engineer.
PREPARING SURFACES FOR PAINTING ROOF METALLIC STRUCTURE 82 M2, Olrosdi ¢ 2 p 82 -] k,;"\"“‘" JSug!! Mkt CM‘J&C’-‘;
PARTITIONS OF WALLS 24 MA2: 270 24 Oyl
Provision tools, and workshops for removing the old roof ( Sandwich panel) & 99 (b pdguilu) eaall CaiwdllY Joall ()99 Slgadl pdgs
and placed to a suitable location, and cleaning the old metallic structure Gl @)l Ml (e @)l Jdaall Jugll CadaiSy camliadl 08I
from the dirty, old paint with sandpaper the structure consists of : oo Sl 0989 Brauall By
- Perimeter metal tube (80 * 40 * 2 mm) (@0 2 * 40 * 80) Jams (Jdao gl -
A.1.6 |- For vertical and slanted internal partitions 40 * 20 * 2 mm. 0 2 %20 * 40 dAslollg Ayl sl abolgall -| LS 1
- Metal links for beams 40 * 20 * 2 mm 022 * 20 * 40 4dan pS oy -
and all necessary to be ready for painting work. and partitions of walls olaly 6 dde Ohdad! lapss Ol JlasY liale 05 ok Lo SS9
number#6 and dimensions 200X200 c¢m consisting of rectangular pipe 00 2 Bloww ¢ g 2 % 3) Al Bygunle (30 0959 @ 200 x 200
(3X2cm, thickness 2mm and 2X2cm thickness 2mm) with all needed to be <Ol JlasY 830l 098I o3k Lo S & (0 2 ASlows puv 2 X 2 ¢
ready for painting work, the All work should be done according to the site 2B 9all pedige Slaglad o JlesH o (oR Ol e
engineer's instructions.
PAINTING WORK FOR METALLIC STRUCTURE ROOF 82 M”2, and PARTITION r24 douudall Olydaedlg ¢ 2 e 82 ‘;..\a.nﬂ Sl Caiad Glaudl Jlesh
WALLS 24 MA2: 2N
Provision materials, tools, and workshop for painting metallic structure
mentioned(on the previous item line # 1.6) and partition of the walls by Sl e L_g)»f.hdl Gl gl eMla) diyg9 Olgoly dlge pdg
A.1.7 |three layers of the paint anti-moisture best type, and shall be cleaning the eoliall eMall e lids &y Ol Wlagudly (1.6 03) Gl L.S 1
site from specks of dirt and laying nylon during painting work, the price O aubg9 Ol ads (o aBgedl Ladaid @iy ¢ §95 Jadh gb
including paint 16 windows 40X40 cm #12, and two doors with dimension 12 sue 0w 40X40 Bl 16 Olas Jolis jaudl Olal Jlash el
200X200 cm and all necessaries work for completing work. All work should JlsYl 55y Jasdl Olojhiuns anzy e 200X200 sl b
be done according to the site engineer instruction. 85l duntin Slagat) Bdg Joadl S on Ol e
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::;SI(:I‘(’;R:: r:;EeI:lla'\llf 'L‘?)I:IrsH asrﬁiNr:xlpc:WZ:?:rL:re covering of the ceiling ¢ dpdhone glglly Cl ki Sale)
with an old sandwich panel thickness of 5cm, by screws each 50 cm and s Cb{l" u‘“f” U'S" saley 4J.TL~JI"5}oJl3 an’.lj M"fl de
- . o ) TPV o &Sy oo 50 S (£l Al gy oun 5 Ao dapudl]
A.1.8 |filling between the sandwich panels with silicon also provide a water tank for R N i R LS 1
) ) ) SasY sl glee 298 Jglaall e oz WS 0sSeadb dctinal|
testing water leak test. All work should be done according to the site A . e N
) e . B9l pudige Oloddad > Joadl S 0 OF e obodl o
engineer's instructions. el ol TS Y oo sl S5 laoShe
Note: Provide water tank for testing water leak test T * * T -
REMOVING DAMAGED OF CHAIN LINK AROUND THE UPPER PART ALONG ) 2230 zle S5 9 mdgiy Ohd el e3> § ypaiedl ehed AT
OF THE WALL-&Re-INSTALL perforated metallic sheet thickness 0.5mm : . 02 0.5 &Slow ( haw
Provision of tools, materials, and manpower for removing chain link 5X5 cm, 0 2.5 oo ouo 5X5 et o) dloladl 19 olgally cilgadl pdgs
thickness 2.5 mm along the upper part on the walls with high not less than o030 e J& Y Flasb ohadl e Selall il Jsb Jo e
30 cm, and handed over to the Blumont warehouse. .Blumont gagiue ] lgadudy
A-L9 -The price also included providing and installing of perforated metallic sheet 0.5 thowo (lisww ) s050 Juae zlo 5539 995 yauadl el WS- m.L 40
thickness of 0.5 mm and rectangular pipes 4X3 c¢m, thickness 2mm each 50 F9zle hawxn o 00 2 Blows 0w 3 x 4 lite Adatno by 0
cm around boundaries, high not less than 30 cm, with three layers of the oo Ol M e w30 e B Y ELaSHL (o g0le Sao o 50
paints and all necessaries of need for the completion of the work. All work 8 en Ol e . JesYl Sy AW Wloliwall gy wllaul
should be done according to the site engineer's instructions. gl udige Olopdad G Joad!
PLASTIC PVC TILE FOR WAREHOUSE: 1oled gl @ d 3 ehiwdl b3
Provision of materials, tools, and manpower for installation of plastic PVC tile | 4Slewsg PVC ¢laiwsdly b3 S dlalal gudlg ilgaYlg olgall pdg3
thickness not less than 25mm, with specifications as follows: 1403 Glaselgally @0 25 oo Ja5 Y
Best quality PVC PVC 8392 Jundl
recyclables ol Baley dLB 1007
A.1.10 |[PVC tiles should be durable and stable. L3t g Gio PVC b 0550 Of | MA2 75
Larger size for fast coverage - - A dgdassl S o>
Unaffected by automotive fluid spills Ollead! Jilguw OB Bl pe
Tight-fitting interlocking joints. Ao ASOliade Juolie
Easy to clean - sweep and mop Aoy STy Wgyang Hal oo g dolda Olye & 3o
ey oS - el Jguw
TOTAL COST OF (A.1) IN USD $
A.2 |ELECTRICAL WORK FOR EXISTING GAS STORAGE
Control box and operation:
Providing and installing Iron Box of 1,5mm thickness and dimensions il @Sl Gghie
(50cmx50cm) (appropriate to contain all the required parts and protect from | x e« 50) slaly JBYI e oo 165 &l dpd> B9iue S39 395
outside factors (rain, sunshine...etc.), and installed inside the panel properly Jalgall 5o Lgilog Lgllanll el 486 sl 1Y (alia) (o 50
and sturdy all the following: v et &l ¢ haedl) Ayl
The electrical supply should be connected during the day and disconnected at s Al gy G S dliady gl <LsT BLuSIW Joo g
night automatically by a photocell, with the possibility of a manual s e 13 3 BLSI el G9! Juo gl &) o ¢ &8940
connection to the electrical supply at night if necessary. The box contains the (bl e Gadiall Sy
following: dode el 32 55iSlseS -1
1- Contactor 32 amp (NO.1). dode el 9 )eSEeS -2
A.2.1 |2- Contactor 9 amp (NO.1). (1oae ) el 32« 38 ¢ (MCCB) xSyl 8511 ol -3 LS 1
3- Main Circuit Breaker (MCCB),2p, 32 Amp (No.1). (1 52e) Al 10« S9dly JI Juasill ()l ke -4
4- Optional switch for automatic and manual operation, 10 Amp (NO.1). (200 ) AW 8L (Blayl 9 Juiisd) aels H)l -5
5- Push button (Start and Stop) for internal lighting (NO.2). (200e ) 4922094 4 -6
6- LED bulb 220 volts (NO.2) sl § Al W o ¢ zoll sl ( Do gl guex o
With all connections between the parts of the panel are made, with copper LSA Olasdodl guez ps ¢ L;»\.»BL\
cables in a plastic tube, with all accessories for installation. o ¢ Byl § B39 Jadl pe Lo gallg 8511 ol g 00955 OF
The circuit breakers and contactors must be of the best quality in the market, | (uedd! &zl ool oo Hlosdl (S5 2o bl e Godiuall el
fixing the box to the wall with the installation of protection from rain and ok ol e ( 00 2 x4 ) S5 Ldsdl yuas I Gsaiall oy ¢
sunlight and connect the box to power source by cable (4x2 mm) all the work 90dl prdige Oladlady Juolaz) B39 JlesY [RE NV
should be done according to the detail and site engineer instruction.
Internal lighting: sl BeLp Y
providing and installing fourteen LED lamps with plastic Ceiling holders,30 ©lg 30 Chitudl Caiul Jolg> ao 14 3de W rluas (S9 dgs
A2.2 watts The cable used should be (2x2.5)mm? and connect these lamps to the Tmbasll ods Juogis 2ee (2X2.5) pusviall BB 0550 Of NO 1
"™ |control box, all cables are fixed to the wall inside a plastic tube with all [ &MB’L\ gl g3 Ll Ao OB guazg (Sl Goinas
needed works, materials, and accessories. all the work should be done G Joadl (S o Ol e olisdall 9 .01gelly daiMI JlasY! 238
according to the detail and the site engineer's instructions 90dl prdige Olaglady Juolaxll
Main cable: 1oyl B
A23 Providing and installing cable (2x6)mm? to connect the distribution box to Bl juam igdl Ggdue J..\o}d 200 (2X6) IS S539 o9 ML 150
"™~ Ithe power source, and all the work should be done according to the detail Oladaly Joolatd s Joadl 0 O g ¢ B S5 g )
and site engineer instructions. 2Bgall pedige
External lighting:
Providing and installing solar floodlights according to the following 2dazny Sl Belip|
specifications: AW Oliol gall s ety GBLAS Sy39 pds3
1- Capacity 100 Watts blg 100 daws -1
2- Kelvin: 6000 Kelvin 856000 : 28 -2
3-1P 65 IP 65 -3
A.2.4 |solar panel: el 19| NO 6
1- Capacity: at least 30 watts J3YI e oy 30 dawd! -1
2- Type: Polycrystalline or monocrystalline )9kl éabigi bl suaie 1ggdl -2
3- Battery capacity: at least 170 W/h I3 e dels / blg 170 :dyladl daws -3
4- Battery type: Lithium-lon ()3:\? pod :)ladl £45 -4
All the work should be done according to the detail and site engineer g0l peige Olaglady Juolasl] (B39 Jonl! 8 en Ol G
instruction.
TOTAL COST OF (A.2) IN USD $
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B.1 |CARAVAN GUARD & REGISTRATION WORK: Juzxuid! 9 (uyell O1,S
REMOVAL Of GUARD ROOM (450X400)cm: 1o (400 x 450) dulyox! 33,5 A
Provision of tools and manpower for removal of the guard room consisting of
canvas and the metallic structure consisting of the pipe 1.5 inches and Soled (e L39Sl Luylol ddye la) dlalall (Sollg ilgaYl pd g3
B.1.1 |cutting it to the parts, dimensions of room (450X400) cm and high 200 cm, Sl ¢ ely2d dadadsy (1 1.5 8)gule (yo 0955 @l Sddls|  NO 1
the price includes cleaning the site from all elements, and should be handed g0l adlais Jaiin yaudl ¢ ouo 200 glasly ouw (400 x 450) 43,401
over to the Blumont's warehouse, All work should be done according to the JiS Gz ¢« Blumont gogiune Jf lgandid o ¢ moliall guazr 00
site engineer instructions. 850l pudige Wloglad) Lidg JlosHl apor
REMOVAL OF OLD REGISTRATION ROOM 200X200 cm: e 200 x 200 dagdd)! Jazewddl d3,8 A1)
Provision tools and manpower for the removal of the old Registration room
consists of canvas and the metallic structure consisting of metallic sheet and o0 05559 Al Jumadll 43,2 ALY dloladl S5allg OlgaYl pbgs
pipe 1, 1.5 inches, and other elements, should be cut metallic structure to the | « (1 1.5 ¢ 1 sy didan Tlawe (0 0S| Gl Suglly oled
B.1.2 parts, the dimensions of the room 200X200 cm with high 200cm, should be x 200 48,81 slal ¢ el3=U Gl Sl pdad o ¢ Sy olicg NO 1
cleaning the site from all materials and handed over the Blumont's Slgall axez oy gdgell Cadais G ¢ puw 200 $La5)L euw 200
warehouse, All work should be done according to the site engineer oedige Olaglaz) Edg Joa! % of 09 « Blumont 3 giuue dadudy
instructions. el
REMOVAL OF CONCRETE FLOORS: 1 Lyl Ol NI A
Provision of tools, and manpower for the removal of floor concrete with
dimensions (450X400) and(250X200) thickness of 15 cm, should be cleaning | (400 x 450) slab &us) Y1 &luysdl DHY dheladl S5illy wlgadl pdgs
B.1.3 |the location from the debris and transportation to the location determined A5 (o a8 gedl Cadais oy Ol ¢ o 15 oo (200 x 250) 9 Mn2 23
by the camp administration, all work should be done according to the site JesYl e el G ¢ el Byla] o3l (S B gall ] Jadly
engineer instructions. gl pedige Slagdad o
SITE PREPARATION FOR BASE CARAVANS ( GUARED+REGISTRATION): (e + duly>) @ULO,SY delgd) éy;ﬂm;ﬁ
Provision of materials and manpower for site preparation and cleaning the
site from rubbles and transportation to the location determined by the camp | J! Jadly (o)l oo dadaisy adgall slasy dleladl sadlg slgall pdgs
B.1.4 administration, ) K ueall 8)15] eausxd (A1 a3 gall MA2 20
lay a layer of crushed stones (best type) with a thickness of 15 cm, which Ol oy (@19 o 15 oy (L2l g9l (paxdl o dido aupg o
should be moisturized and have good compaction. All work should be done Ologlal o Joall S o2 O o e S Ll g Lo 3 0555
according to the site engineer's instructions. gedl pedige
CONCRETE BASE FOR CARAVANS ( GAURD+REGISTRATION): ooy + Jaoend) LB SU A luysdl Bactal
Provision materials, tools, and manpower for casting concrete base
rate(350kg/m3) thick 15cm, using reinforcement bars 12 mm each 12 cm in Bl Juray Byl Cual Aeladl S5allg @9l ol gall pdges
B.1.5 |both directions and two layers, the price include smoothing face by trowel, U o0 12 reaS Caiad plasianly ¢ o 15 clow (3 ¢ / 025 350)| a2 20
pouring water three times during the week, all the work should be done dzgll puald Jody yadl ¢ ko oy (naSYI OB § e 12
according to the site engineer instructions. Joadl S o2 Ol e ¢ Eoeadl UM ilpo M slodl (SCaw ¢ A3ymally
Bl etigs laglad o
CARAVANS( GUARD + REGISTRATION): (el + uyedl) Jély":.ﬂ
Providing materials and installing prefab caravan with internal dimensions i 2.5 gLl o (2 x 2) a1 sl jaladl 0B,SIN oS)39 Slgell 35
(2X2)m height 2.5m : 2% 0w 10 * e 10) (lio z93e Juatus Lt (yo Bl 0S5 -1
1- the base consisted of rectangular iron size (10cm*10cm*2mm) for the 2 8low ¢ guw (10% 5) wlite Julatuno d> Gl sl S (e
mainframe and rectangular Iron pipe size (4*8)cm, 2mm thickness each 50cm | Ciduw ¢ Sy AStd (nalmsdl ysg),zu 2970 O o 50 N e
c/c in both directions for railing grid, the slab made by Iron structure frame o ¢ oo 5 % 10) > ahadie Judatuws il S Hlb| (10 Eoiuan
rectangular Iron section (10*5cm, thickness 2mm) and rectangular Iron pipe 50 JS o0 2 &Slowe ¢ ous (8 * 4) > Ogal polie Judaiuny (=2
size (5*10)cm,2 mm thickness each 50cm c¢/c in for railing grid. (S 3Sid Hgamal Hgzma (3o o
2- All other metal columns consist of angle-line Iron pipe size (10¥10cm 10% 10) (olee o sl o 05555 63! Abumall BasYl apazr -2
thickness 2mm). (o 2 o puw
3- Wall and Roof, using sandwich panel thickness of 5cm. and the sandwich Lo 5 Aoy b 1395l 19l plusinly Caiudly Hlaxdl -3
panel should be extended from each side of the roof by 30cm and should Gl Clg (e il S e AW 2199 ol oy Ol g
take tendencies for drainage water into consideration. should be installed Sy ¢ ogy CBUE (S omy . Ol Blelis ao puw 30 )ldon
galvanized C channel from behind, and also covered edge of the roof with a Ddlxe dddae Sl Cabwll B> duass
metallic galvanized C channel. ladiag (8397 Jaadl) Ay s 18 o (i Job 14! -4
4- Floor: wooden block thick 18mm for the floor (best quality) and finished Jiadl) &y 3 o 2 = J&5 Y Bl 30V vinyl Slud)l slhasy
with glued vinyl floor covering in a thickness not less 2mm for the floor (best | asm= go o 6 &Sk ¢ euw 60X60 2l Bylaius Chies Judi ¢ (Bog>
B.1.6 |quality), implementation False ceiling with dimension 60X60 cm, thickness 2o p(2%0.9) oo zolls bl oo 055k ¢ blg byl guuaaSYI NO 2
6mm with all accessories on corners, steel door (0.9*2)m with accessories ( (1% 1) psamedl d8lg39 (INO) &dle 8352 ((anke ¢ JUBT) Silaselall
locks, handle) high quality (INO)and PVC Alaminume windows (1*1)m (3NO) | Jg> <blgoel 8laske 055 Of ez ¢ B3g2 Juadly oliselall &= (3NO)
with accessories best quality, should be covered edges around door and Slielg Gldlg dbl gl 398 Blase ¢ didlne 8US C dlawl gy J8Igillg LI
windows by C channel galvanized, It is covered above the windows and the * o 3 Guae (@il b e ddise 00 0.6 ASlows alxe zlas e 50
door and an extension of 50 cm by a galvanized sheet of 0.6 mm thickness oredige Ologlad o @5 Ol o JlesYl oz ¢ 002 Blow o 3
based on a metal profile frame of 3 cm * 3 cm thickness of 2 mm, all works 2hgall
should be done according to the site engineer's instruction. 3 Gams Jdrs )lb) e 45980 Jblgall Aidas Llax iy Sy -5
5-Implementation of a metal protection mesh(grill) for windows consisting of | 2 &Sl ew 3 eus 3 10 Gaae gsl g odo 2 ASlows oo 3 * un
a perimeter metal frame of 3 cm * 3 cm, the thickness of 2 mm, with an a3 ¥ o 4 e Juae Hlbol o0 0956 G ¢ 0w 10 S oo
internal metal tube of 3 cm 3 cm, the thickness of 2 mm every 10 cm, for 10 S 0 2 o ¢ oo 3 oo 3 L35 Lddae Olosady ¢ o 2 oo
door consisting of a perimeter metal frame of 4 cm * 3 cm, the thickness of 2 aab) ol Jhsl o Jodi) yadl ¢ Jad dak gg Jasdl oo
mm, with internal metal bars of 3 cm 3 c¢m, the thickness of 2 mm every 10 < (g oMb (i wip B>y
cm with the best type of rim lock, the price includes all painting works (one oy oo 30X30 Cljl‘l,\ Al Baelsy Tl 0BSI 050 Of o -6
layer anti- two-layer oil paint) .00 20 yhaiy 4 # Oliteg o0 5
6-should be fixed caravan with concrete base by plats 30X30 c¢m, thickness 5
mm and anchors # 4 diameter 20 mm. AN o0 Yo (BIB6 ) Jadd GBS Gu] Caxlis] 1A goelo
Note: one of the caravans just needed two windows instead of the three
TRANSPORTATION CARAVANS: T lByS Jas
B.1.7 |Provision of Crane for (loading and unloading) and transportation of the L g9l aBge I BB JaS 9 b3S 9 Jaesd ! 0 dadh Ad63| N 2
caravans to the project site.
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ELECTRICAL WORKS: 14,50 ¢S JlosH!
providing and installing two LED lamps with plastic Ceiling holders,30 watts 5L @iy 30 ehiiwdh Cada Jol> a2 sue ad duad (1S3 055
for internal lighting, four lighting devices anti-rain, and LED lamp15 watts Ayl UM Wiy 15 ud dlg ylaadl Wb 8,01 Byl 4 9 ddsIWl
for external lighting. The cable used should be (2x1.5)mm?, and connect badlods oy Olg ¢ 200 (2x1.5) paseiuedl LS 090 O
these lamps to the operating switches, three outlet sockets, 2P, 16 A, 250V, 20 ¢ 2P ¢ 16 A« 250V ¢ zyee wlie Mg ¢ Juiradl zeslie
with the plastic mounting box (external), mounting plate, and cover plate, all ozs ¢ 4l dogly ol dglg ¢ (20) SEdl oS Baiue
the sockets must be of the Sechuko type., The cable used should be B 0585 of e ¢ .Sechuko —@3 oo u5§a Ol o pulaall
B.1.8 |(2x2.5)mm?, and all cables are fixed to the wall inside a plastic tube. with all | wgsi Js1s jlazdl LK o Sl @9 ¢ 2o (2X2.5) pusiwsll|  NO 2
needed work, materials, and accessories. A Sl gansS Y3 Sl gadly oIl gpazes L;»AL\
One plastic breakers board consisting of [one main breaker(32Amp,2p+one « i 32) asly oy @b B8] 10 0955 B>y ASaudly abol gd dg)
breaker(20Amp,1phase) for sockets and for lighting lamps+one +8:LoYl wbiany J5Tal) (8ulg Aipe ¢ _amal 20) dly b+ 2p
breaker(16Amp,1phase) for AC device] connecting the main breaker to the b B Juo g5 [3376)1 Ll jlgad (Busly Ao ¢ el 16) a1y bl
power source by using cable (2x4) mm?, The cable should be installed BI85 o « 2 (4 % 2) B plusinl d3Uall jusany gy
underground within a suitable plastic tube, all the works should be done JlsYl oz 018 ol o9 ¢ Galin Siiadly Gl dsls (2 o
according to the site engineer instructions. i 289l pedige Slaglad o
TOTAL COST OF (B.1) IN USD $
B.2 |FURNITURE:
Supply water cooler (COLD & HOT WATER dispenser): SUPPLY WATER ol £390) dlee 303 3930 1(Lis-Liwg BYL dls §3g0) lel oluo Iste
COOLER (COLD&HOT WATER DISPENSER): (o3 lwg HL
a good quality cooler that consists of a filtration system. With the following
specifications: I laol gall g3 plUad e 098k 83921 Jle 30
-Rated Voltage:220-240-50/60Hz $ 60 / 50-240-220 : y1da)l dgl-
B.2.1 |-Cooling Current 0.8A 0.8A 34l WII- NO 2
-Hot Water 85-95 C 5L/h delu / 75 dogie dayd 95-85 Al olue-
-Cold Water 4-12 C 2L/h dcl [ A2 Dgie A3 12-4 b sle -
-Relative Humidity <90% 7902 duudll igb )l -
-refrigerant R134a/50g o> R134a /50 a4 -
Shall be approved by site engineer gl pudige J3 (o Lgdle dadlgall @35 of
PROVIDING AND INSTALLING AIR CONDITIONING(AC): :slg¢)! [y E}@?T Cadlg J}s}:\
12000 BTU,1 Ton, 220-240 V, 50 Hz, best quality, including internal unit, ¢ 35y 50 ¢ <33 240-220 ¢ pb 1 ¢ &dlasy &yly> 8u>9 12000
B.2.2 |external unit, and all necessary cabling, piping, fittings, and metallic base, all o9 ¢ sl Busgllg ¢ Al Bus-gll Gl (§ Loy ¢ Bog J28 NO 2
the work should be done according to the details and site engineer JsYI S ¢ Aoaaall saclally ¢ colgxdls ¢ %lﬂl} ¢ Aoy LK
instructions. Slagsd adgall okigey Jeolddl o @35 OF o
INSTALLATION OF AIR CONDITIONING UNIT (AC)(MENTIONED IN THE (@B ! 3 E)}fﬁ\n) slg! CaSS B> g auSys
PREVIOUS ITEM): i
B.2.3 |including all necessary cables 2X2,5 mm?, piping, fittings, metal base, Olagmilly ¢ pulsally ¢ 2 @o 2X2.5 dojI S e U3 §lo| N 2
anchoring, electrical connections, and testing. All the work should be done o oYy ¢ 450 ygSIl CDo gl ¢ Cudiilly ¢ dddanll Baclally ¢
according to the site engineers' instructions. Bgall (gudige Olagdsd Coan Jlesdl e 0% of
Table size 130L X 80W X 75 H :TABLE SIZE (130L * 80W *75 H) L)l 75 x2y< 80 xJgb130 dglall x>
A good-quality wooden MDF thickness of 16 mm and from the edges of the Aol Aglall Blg> (o9 o 16 Alows 83920l Jle i Aol
B.2.4 flat of the table, should consist of two layers of wood. The quality shall be oredige Jud oo B3 gxl Jgd oy Ol .l e Uu.a.da oo 0955 NO )
"™ |accepted by the site engineer. PN
Note: should be using stainless-steel best accessories. 399l e de giuandl Oliselall Jadl pustnd of aom :dlase
fuuall ejwl
ROTARY CHAIR BEST QUALITY IN THE MARKET: Byl § B35 bl len (oS
Base dia.: 70 cm ) o 70 :EJ.CLEJl-)Jaé
Seat: depth 50 cm, width 52 cm o OF (2y€ ¢ oo 0+ (Gos tdaiall
B2.5 packrest height: 70 cm o 70 : gl Ko g5\ NO 2
Adjustable height: 45 - 55 cm 0 55 - 45 :buxll LG glas)l
Material: leather + sponge + plastic parts Ehidly + guidae] + W 3okl
TOTAL COST OF (B.2) IN USD $
B.3 |[SHADING ROOF IN Front OF THE CARAVANS#2
EXCAVATION OF THE EARTHWORK OF POLES BASES: BdesYI .,\:.135 BEIRYY- | Oy
Provision of materials and manpower for excavation of the earthwork with (60 x 50 x 50) sl &ul Al JleeYI i) dlolall Slg lgall pdgs
B.3.1 |gimensions ( 50X50X60)cm for pole bases, and removal of rubbles from the 03U (S @ gall I gdgall (0 el Ul ¢ aecYl uclsa) o NO 8
site to the location determined by the camp administration. PVENIRIN]
METALLIC SHADING ROOF: 3daedl Cadud! dllae
provision and installation metalic of the shading roof consisting as follows AW Olasol gall o 09Shall Cadud) d.\.u.llw Syig pdgs
specifications: 0 100X100X3 Jubaiiuns (Jhao 9l Bdas!-1
1-Poles: rectangular metal tube HSS 100x100x3mm Dbl J=l 9o o0 100X50%2 Jubasine Gl o 0550 1Selall e3l-2
2-Upper Part: consisting of the rectangular pipe 100x50x2mm for perimeter o2l S (§ o 50 S wlsliel) 0060X40X2 Jdaiune Gl
beam, and rectangular pipe 60x40x2mm @50 cm for purlins in both ' dl3—> ddaily o 5 ASleww Iguiludl Cljl‘t,\ gidass -3
B.3.2 |directions C/C. .00 2 8loww oo 5X5 8Ly desixall|  MA2 12
3-Covering with sandwich panels with a thickness of 5 cm and covering the s i + Tall b susls) Olas wlads & ol Jlsl-4
surrounding of the sandwich of the edge with channel 5X5cm thickness 2 (&2
mm. ‘mi:unjéydluaw‘bw;ﬂwdmyl&»‘ﬂeui@
4-Painting Work: three layers of paint ( one anti-rust+two oil paint). BBy e dodall ‘aui Al Cagadls
All work should be done according to the site engineer's instructions, and
the shading area will be installed in front of various caravans.
TOTAL COST OF (B.3) IN USD $
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C SHADING ROOF FOR A WAITING AREA (SHADE #3):
STEEL ROOF PAINTING WORKS: ) Call Sl 2y doladl S5allg ilgaYlg ol gall_pbacs
Providing materials, tools, and manpower for painting steel structures for the slaay ebacyl 8 g yaud) Jot drasssaill Ologanl G
c.1 |roof according to the design drawings. The price includes priming all Bgall puige Oladaly .S U Ml (po (il Doy iall LS 1
members with anti-rust and painting two layers of paint prior to installation
and the site engineer's instruction.
CONCRETE FLOOR 1280X340cm : 1o 340 x 1280 dluys Aoyl
Providing tools, manpower, and materials for the casting of the floor with 2o SVl cual daidUI ol gally dlelall S5allg wlgadl pgxs
reinforcement concrete with cement ratio of 350kg/MA3, thickness not less 05 JB Y Sows 34 0/ 025 350 Conl Ay ol Blugydl
than 20 c¢m, using reinforcement bar 12 mm @150 mm C/C in both 2L /o0 00 150 @ o 12 zalind cuad pldsiwl ou 20
c2 directions, using nylon & shuttering for the edges & smoothing the surfaces, Tl @iy Clg=dl 3Mlely Osblll plasuiuly S 9 Sole i M2 a5
taking into account the tendencies of water drainage, should be pouring byl ¥l e slodl Cuo o oladl G pal Jgas Blele 2o
water the concrete floor a week three times at least. All works should be Slogasy) B9 JlasHl ppezr 035 OF e s guasl JBYI e Slye OB
done according to the design drawings and the site engineer's instructions. 90dl prdige Olaglady euasadl]
TOTAL COST OF (C) IN USD $
D.1 |Construction of latrine unit
SITE PREPARATION(190X290)cm: “p (290 x 190) adgall s
Provision of tools, manpower, and materials for site preparation, by
removing the slab concrete 180X180cm, the thickness of 15 cm, pipes, and UKL eldg a3gall slucy Ao slgally Aoladl S98ll9 Slgadl pdgs
cleaning the site from the debris and all work need for cleaning and site Candaily sl gally ouw 15 dSlows o 180 x 180 ddluoys &)l
D.1.1 |preparation. B9all gy Ll Jlacl 3365 (olad ye gdgall|  MM2 5.5
The price also includes laying a layer of the crushed stones with a thickness of 20 o 15 o Sl )lanmnll (0 Ao muog Ll Jodin ol
15 cm, with moisturized and good compaction, all work should be done oodiga Olodlal e Jesdl S ok O ooy iz Jaizg gy
according to the site engineer's instructions gl
CONCRETE FLOOR 260X160cm : 1o 160 x 260 4sluys- ERS]
Provision of materials, manpower, and tools for casting floor concrete with a
cement ratio of 350 kg/M"3, dimensions 260X160cm - 15 cm deep, o)1 Byl Cuad Aoy ilgaYlg Aeladl (S5allg Sl gall pdgs
reinforced with rebar 12mm @100 c/c in both directions, the price includes @ 15 Bax - o0 160 x 260 slaic3A ¢/ 025350 Aion] Aads
supply and installation of ceramic 1 eastern latrines( squatting) and ¢ (Yl 3’5@ J9ee) jg7e 50 100 @ e 12 gabenddl dpd> ¢
D.1.2 |implementation of the manholes with internal dimensions (40X40)cm, the dpasig (sbadyd) Ad . 1 sl (29> CuSAlg wyell Jad yaudl|  MA2 4.2
thickness of the walls 15 cm, with reinforcement cover with dimensions elhae ao ¢ puo 15 Ohdxl dSlew ¢ o (40 x 40) &dsls Sl wld
70X70cm and thickness 12cm should be connecting with toiles and main oyl Lo 55 o o 12 ASlowwy e 70 x 70 slasb [
sewage network with- PVC pipe 4", the work includes excavation and refilling | a> Joadl Jodo" 4 gl U- PVC &0 Gl (puall Bpall Sy
to the back wall level with best compacting. All work should be done oedige Olaglad G JlasYl o JukS o ol Gy eyl Bolely
according to the site engineer's instructions. gell
THE WALLS OF THE 15 CM THICKNESS: i 15 howw Ohd>
Provision and implementation of walls of concrete blocks (15x20x40) cm for
the walls with a height of 220 cm; using cement mortar for the constructions | glasb Ohuexl) (euw 40 x 20 x 15) (obd Dok (o Ohdz Juaisy pgxs
D.1.3 |(1:3) (400 kg/M*3) to fill the joints between the concrete blocks, and should s (31 ¢/ ,v,5400) (3:1) dtiowl Lgo pldsuiwl 0w 220 pga2 16
using horizontal ruler level measurement 2 meters during work. All works 2 43891 ylaell (Ggine (obd g ¢ A3l JiSU1 oy Juol 9l
should be done according to the site engineer's instructions. Bg0dl peige Ologlad o> JlesYl oz @018 Ol e . Jed! £U3T je
ROOF SLAB (280X180)CM: 1o (180 x 280) Chiuw dbby
Construction and implementation of flat slap, by providing reinforced ¢ o 15 oy Aocluwall Byl g g ¢ Cadw Ao Jpis
concrete with a thickness of 15 cm, the rate of the cement 350 kg/MA2, the Baxlg dads Al 090 Ol g < 2 o/ 025 350 Caendl Junay
reinforcement should be one layer of bars #12 mm each 10 cm C/C, in both Ol Y6 (§ ¢ paomad g (o o 10 SN oo 12 5had Ol oo
D.1.4 |directions, two layers, and smoothing of the surface from the above by Blelye oy 43y2ally eV e Tl gy ¢ Jaw 9 Sole (| MA2 6
trowel and taking into account the tendencies of water drainage to gutters, Olagas) B3y Jond! 8 oo Ol e ¢ Cosliadl ) obuedl iyl Jgun
all work should be done according to the site engineer instruction and Cabiu Hler slad] yaudl Josn 48850l o gunlly adgell pudige
attached drawings. The price includes constructing a roof parapet wall @40 o 15 8 pluscils ou 40 L)L
cm height using 15cm blocks.
INTERNAL PLASTERING: F &SI A3
provision and implementation of internal plastering in three coats ( dash, . . T,
DS underlay ), with cement dosage equivalent to 400kg/M*3, with all needed to ¢ (Aesl ,w ) “j\w ek adsls m))wjﬁy MA2 36
"7 |complete work, should be cleaning the floor from the cement and curing a ¢ des ‘JPS}’ f’{f bSeec3 ﬂ/ "‘"5_40(2 Jolel il 4;)"'
week three-time in the day at least, all work should be done according to the | b &8 Bl lglins ¢ caadl oo &2)d M POl
site engineer instructions. Bgall etige Olgrstd iy Joall 5 o Of e « S o 51 §
EXTERNAL PLASTRING TYROLEN WORK : : gyl Ayl
Provision and implementation of the colored tyrolean spraying, using white
DG |cementa ratio not less than 400 kg/MA3, dense concentration, with medium | J& Y & uﬂwi" fkms"i'diul:‘ f'J)—W' %ﬁ)&ﬂ' Sl Sy pdgs MA2 16
"7 |roughness, and fixing product ( to avoid discoloration), before starting the Tl By Aagio Lty S 554 3 M p [ 025400 oo
work, and should be cleaning the floor from cement, all work should be a0 2y Cadaidll Camg Jeadl sl Jid (09l 35 )
according to by site engineer instructions sl edige Oladad o 0555 O o Jlosl e
CERAMIC FLOOR AND WALLS FOR WC: 1 Ol g Gyl Ji oo ool
Supplying and installing ceramic for the floor and walls best quality in the
D.1.7 |market. And filling between them with mortar and cleaning the surface of Bowdl § B9 a3l ohaadl 9 Olusy sl pudl 89 Wgl a2 25
the dirt after finishing work. All work should be done according to the site el oo elgidl am FludYI o prlaud | Cadaisy & 90l bagiw s o9
engineer B35l pedige cu Jondl S 0 O o
WASHBASIN(SINK) 40cm: 1w 40 Ao
Supplying and installing a Ceramic washbasin medium size 40cm, with a 8Th9 9y9 Liliw go o 40 Jawwgio Chslyw (59> S39 Ay g3
D.1.8 |[stand, shelf, mirror, stainless tap, and all accessories, should be connected ok b SS9 PPR bl dluo 55 o dilale ez9 pubibisl Hsuos|  pes 1
with PPR pipe and all needed all work should be done according to the site Bgedl prdige JoliS o 4 bl o
engineer interactions
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SEWERAGE PIPE 6 Inch U- PVC : :U- PVC Lo 6 el pall canlil
Provide materials and connect the latrine with the sewage network using a 6 Cabblusinl guall Gpall 8ty (ol Jayg olgall sbgs
6" pipe with all necessary accessories and the price includes the excavation ol s jasdl Jlas yaud! Jading o)l Slasdoll aezr 2o (2l

D.1.9 |works for the pipe line with dimensions (width: 40-50 cm, depth: not less Lo Joadl 2l (ouw 60 e Jo Y 13oaall ¢ ouw 50-40 :p2yall) sl ML 30
than 60 cm) and backfilling work including laying fine sand 10 cm around the colida LA p3) o Ol Jg> o 10 el Joyl (ioyd 3 §
pipe with backfilling soil by layers, All work should be done according to the 29l pedige Olaglad o JlasH ez plaall u:u
site engineer's instructions.
WATER TANK: obead! Ol
Supply and install plastic water tank 2000 L capacity, potable, three layers, Mg Gl 7o A 2000 da (Siwdh obe O3 (S59 dyg
and all necessaries( valve, floating valve, cover and all necessary piping work o b b SS9 elhas ¢ @ile plaso ¢ f—Lmo) Sy )l grezry wlids
to be connected with the washbasin latrine water taps inside the latrine Bygusle plustiwl poloyell J51o (olosall sbe mlue ge gk saulge

D.1.10 using pipe 1/2" and all necessary accessories fitting elbows taps, etc., inlet, rdl oo WS ¢ zyag J5de ¢ Lol Oolisdoll lgriozg Lo g 1/2 NO 1
outlet, also the price includes connections between the water tank and main O Cad O3l dayy 9. guadyll oluall Jasg oluall 0133 s Do g3l
water line. And also fixed the water tank by cable 1 cm all work should be Mlelax) Bdg JlaeY ¢m> i~ Ol oo Sk g o 1 5hd LS 5y
done according to the site engineer's interactions Bgall pukige
WATER PIPE 1/2 inch PPR: 10! PPR 1/2 @4
Provide materials, tools, and manpower for connecting taps inside WC to the | Oli3u polsall Js1s juluall Jasy dlalall Geilly l9aYlg olgall 43g3
existing water tank, using plastic pipe type PPR, size 1/2 inch, best quality Log: 1/2 ywlae PPR §65 oo Suiwdly Gl plassl ¢ 3929l obull

D.1.11 |with all accessories needed ( T, elbow, adapter,..), shall be placed CoS (e Jgme g5 T) :'ujwl Olisloll azr 2o B39 sl M.L 30
underground with depth not these than 30 cm, and stainless tap with also o= Ja Y cdoy 1/2 La) by ae ¢ ow 30 5 Wi Y Bars 2
hose 1/2 inch, not less than 1m best quality. All work should be done otige Ologlad B39 JlesYl auaz o OF om B39 Joadly e 1
according to the site engineer's instructions. gl
Metallic DOOR : 13dee Qb
Supply and install a Metallic door (2.2X0.9)m, consisting of profile sections Z Lol Z oMby opo 0959 ¢ (0.9 % 2) slay! @ QL ;,45,.35 d)gs

D.1.12 |or L and metal sheet thickness 2mm with all accessories ( Handle, Locks, « JsYl ¢ yadiall) Clasdall ez g0 o 2 o Lduaall wlasall NO 1
Latch) best quality in the market, should be taken measurement from the Ol e ¢ &gl o peliddl dsf Cam ¢ gl LTSS Jasl (Y5
site, all work should be done according to the site engineer instructions B g0dl pedige Olaglad o JlasYI ez bl o
Metallic window: duddae BAAG
Supply and install metallic window (40X40)cm consisting of metal profile Z, L | , Z &saae <Md95 ¢y 055 e (40 x 40) EREVICIY CSyi9 Ay g8
and reinforcement glass 4mm and accessories ( handle, lock, latch) of best 392 Juadhy (EY5e ¢ Jad ¢ anin) lglalog oo 4 (S9ie gzl 2o L

D-1.13 | ality idlgag oo 2 oy s 2X2 Juknn Gl 3o 0555 Ao sl 5 - NO 1
-Protection grill metal pipes 2X2 cm, thickness 2mm, and should be approved gl (gudige
by site engineer.
Electrical works: 14,50 ¢S JlosH!
providing and installing 4 lighting devices anti-rain and LED lamp 15 watts obuall 8y95 s @l 15 A dxed ylaodl o BsLial 55421 4S9 adgs
outside WC, and one Lighting device 30 watts inside WC. The cable used sl BB 050 Ol e . olompall J31s ©ilg 30 8:Lal jlg=s
should be (2x1.5)mm?, and connect these lamps to the three operating ez ¢ AW Juaadl zeilies pwbaell 0do uogs Oly ¢ 2o (2x1.5)
switches, all cables are fixed to the wall inside the plastic tube(cable try. 8 g0 (Wglee BE) Sl G9! 31 sl digin LI
with all needed works, materials, and accessories. i byl gauuS YNy 3l gadl ¢ daiMI JlasYI

D.1.14 -One Exhaust fan of the best quality, 220 volts, 50 Hz, 8" size, 8 x> ¢ 33,2 50 ¢« <38 220 ¢ Bag> Sl Buslg Jads d>gy0 - NO 1
- the WC must be connected to the main electrical board in Guard Caravan by cdoy
using a cable (2x2,5)mm?, The cable should be installed underground within o2l B8,S (§ A1 AL Sl Amglly (olompall Juwo g5 s -
a suitable plastic tube, and the price includes installing an exhaust fan and all Jsls gyl o BI85 g ¢ 2on (265 x 2) B plususl
the work should be done according to the site engineer's instructions. Lgg3 d>gy0 ol 9 sl pouaiy yadl ¢ Canlio L;»\.»BL\ Ol

B9l pedige ladad o JlasY ooy o O g
TOTAL COST OF (D.1) IN USD $
D.2 |REMOVAL OF METALLIC ROOM ON BEHIND GAS STORE :

REMOVAL OF METALLIC ROOM ON BEHIND GAS STORE: eIl 83 giumna Cals dagudll ddyall Z\Jj
Provision of tools, and manpower for removing the metallic room behind @19 S gl Cals dduaall 88,301 ALY dlolall adly lgadl dg3
exiting the gas store, which dimensions not less than 250X950 cm and high Soled (o 09SI53 @ 200 Lgeliyly puv 250X950 e Walel Jis Y
200 cm, consisting of the canvas and structure metallic consisting of the w0 3X3 + o0 2 Blow 4X4) ddaius 8)guls o 039S0 Gore Sy
rectangular pipe ( 4X4 thickness 2mm+3X3 cm thickness 2mm, 2X2 cm ez cdon 15 by ¢ 002 Chown 0w 2 X 2 ¢ 00 2 Blowe

D.2.1 thickness 2mm, and pipe 1.5 inches, all materials) should be cut the structure | as ¢ Cugogh gogius Ul lgoslady sl JI USagd! adad s (51501 LS 1
to the parts and handed over the Blumont warehouse, with all needed for Slasd o Jondl S o O oz ALY JlasT JLSY o3k o S
completing removal work. all work should be done according to the site 2Bgall pedige
engineer's instructions.
Note: any damage will be under vendor's responsibility. Joliadl & ghune Cuel adly y o ‘_5T :das>dHe

TOTAL COST OF (D.2) IN USD $
E.1 |GAS REFILLING AREA (SHADE #1) j&J! d&as ddlaie

E1.1 REMOVAL of existing Metallic roof structure, and handover over the Eo g ] dlgall ey ¢ 392 gall (Jnadl Caiuud! SSan Aty MA2 15
materials to Blumont warehouse. .Bluemont
REMOVAL OF THE HOLLOW CONCRETE BLOCK SIZE 15X20X40 Cm: 1o 40 x 20 x 15 wldo 3\33;9;” Lyl AS L)
Provision of manpower and tools for removal of concrete walls of the room
of the refilling gas cylinders, hollow block size 15X20X40 cm, and cleaning Bale] ddy3) &byl Ol A13Y Aoy @lgadlg dlalall (5all pdg3

E.1.2 \the site from the debris and transportation it from the location determined Cadaisy ¢ oo 40 x 20 x 15 (olie Bgame Jgb ¢ Sl Ul glaul daxas M3 3.5
by the camp administration. all work should be done according to the site ok Ol o Lozl B)l] o33 (A1 @B gall (po Ay PN pe @B gall
engineer's instructions gl pudige Olowdad o Joadl S
REMOVAL OF FLOOR CONCRETE OVl by Al
Provision of manpower and tools for removal of the floor concrete with
dimension not less than 5X3 m, thickness 15 cm. and cleaning the site from Y sl Bl Syl DY eyl @lgaYly Alelall Soa)l pdges

EL3 lihe rubbles and transportation to the location determined by camp dl Jadly ooyl e adgall Cadaily eu 15 Shouwg p 5X3 o J&5 mMn3 25
administration and all needed for completed work. All work should be done ok O o el Joall ok b SS9 museadl Bylal aus (S gdgall
according to the site engineer's instructions. gl pudige Olowdad s Joadl S
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STEEL ROOF WORKS with dimension (5.3*6)m:

Providing materials, tools, and manpower to construct a steel structure for
the roof according to the design drawings. using a sandwich panel thickness
of 5¢m, the sandwich panel should be extended from each side of the roof

:p(6*5.3) deiadl Cadudl Jlash

G Chial) Clio S sl dloladl ($a)l l9alg dlgall pdg3
Lo 5 Aoy b (1395l 719l plusinly  dussesail] Olagusyll

administration, and laying a layer of the crushed stones with thickness not
less than 15 cm with a moisturized and good compaction to getting one level.
All work should be done according to the site engineer's instructions

e haiipg B Dgb) pe g 15 o8 Ji Y o juSe yx>
Slasd u Joadl S 02 Of e d>lg Sy e Jgual)
Logall putige

E14 and should take tendencies for drainage water into consideration. The price Jssall 8lelyn aa @ il IS (e Al 219091 doed @i OF g Ls 1
includes priming all members with anti-rust and painting two layers of paint gall pglie Olas cpe didas Olads dusdl Jgll Olas jaudl Jod
prior to installation. All details must be according to the design drawings B89 Juolatl! grezr 0955 O e S B () Ol (e (il
(sheets # 9 & 10) and the site engineers. 290l prdige Olaglady (10 & 9 ) d3)4)1) eaesard! o gusy)
THE FOUNDATIONS OF THE WALLS 40X30 cm: 1w 30 x 40 bl uuvi
Providing tools, manpower, and materials for the casting of the foundation of Ol Sleobiad ) &oiMI ol gally doladl (S5llg lgadl pdgs
the walls with reinforcement concrete with a cement ratio of 350kg/MA3, 45 30930 2593 ¢ / 05350 Aol Ly Aoluaned| Biluoyzlly
width 30 and depth 45 cm, 10 cm underground and 30 cm high from the > plusuinl haudl e eu 30 gladly el ees o 10 9 oo
E15 surface, using reinforcement bar 12X rebar #12 mm and 10mm rebar for ties 15 @ yolud! J=l 0 10 il dpd>g 12 sue @00 12 ylad il m.L 15
@15 cm. the price including excavation of the earthwork and all needed for 6 O e ¢ Joadl JLSY ok b SS9 Al wbya> Jodn yaudl ou
completing of the work, All works should be done according to the design oredige Olaglady (9 dxie) eaesar! ilogusy (Edg JlacH e
drawings (sheet 9) and the site engineer's instructions. RN
REINFORCEMENT CONCRETE FOR COLUMNS: sdoelunod! duiluySell BasY!
Provision of manpower and materials for the casting of the columns with
dimensions 30X30cm, and high not less than 220 cm from the top of the <@« 30x30 bl BuesYl Cual 2ojMI sl gally Aolall (S48l pd g3
floor, using reinforcement bars min. 14 mm X8, each 10 cm for longitudinal, Tl Ol pluseinly ¢ Aol el o o 220 o Ja Y glasby
EL16 and for stripes using 310 mm @12 cm, and cement ratio 350kg/M"3. should w12 @ 02 10 Oad ¢ Jghall 10 S¢ 8 oue x o0 14 J&Y NO 5
be pouring watering three times on day during the week, and all work should | psdl § Slye &M Gl o o 38 p/ 25350 ERVOR- oMY
be done according to the site engineer's instructions and attached drawings. Bgadl peige Oladal o Joadl (S o2 Of g ¢ ol UM
aadyall olegusly
SITE PREPARATION 600X440 M £ 600X440 25 g0ll dlus!
Provision of materials, tools, and manpower for cleaning the site from the Jadly (oIl e gdgell i) dlaladl (55allg lgaYlg Slgell sdg3
debris and transportation to the site determined by the camp administration. el Byla] eouss (Sl @dgall
EL17 And laying a layer of the crushed stones with a thickness not less than 15 cm 15 e Jai Y lows 8uSall x| (40 b a9 090 Ol s Mn2 27
should be moisture and good compacting, All work should be done according o JlasYl e Jos o2 Ol e ¢ b Jaipg b )3 oo
to the site engineer's instructions gl udige Ologlss
The GROUND SLAB (600X440) CM: 1o (440 x 600) duiyl Ao
Providing tools, manpower, and materials for the casting of the floor with
reinforcement concrete with cement ratio of 350kg/MA3, thickness not less 2o Oyl ual LaidUI 3l gally dlolall (59allg lgadl g
than 20 c¢m, using reinforcement bar 12 mm @150 mm C/C on two layers in 05 Ja Y Slows 34 0/ 025 350 Conl Ay ol Byl
E.1.8 |both directions, using nylon & shuttering for the edges & smoothing the W3 i e 00 150 @ oo 12 gl B plusuinl 0w 20)  MA2 26.5
surfaces by hand trowel machine, taking into account the tendencies of a8y20 AT @Qw‘)” sy Blgoll 3y Ogblll plasuiwl (ol
water drainage, should be curing the ground slab a week three times at least. | & ()Yl dniio dxdlas o ¢ olaodl (i pal gun Blelio ao ¢ gy
All works should be done according to the design drawings (sheet #9) and the Sloguy) B9 JlesYI oz @I Ol e .ty..f)il 4 J3YI e @ilye
site engineer's instructions. 2gall pedige Slaglady (9 ©d) dxiw) eaesaill
THE WALLS OF THE 20 CM THICKNESS: 1w 20 howwy Ohd>
Provision and implementation of walls of bricks (20x20x40) cm best quality, 8392 Jashy o (20X20%33) (e )d ) Qb ¢y Oldr JudiSy g
using cement mortar for the constructions (1:3) to fill the joints between the (Seasd)l) o Juolsddl sl (3 :1) WleladY) (giowsl BDo plusinly
E.1.9 |concrete blocks, all the work should be done according to the details in the Slogundb 839290l Jrolatdl o 035 O e Joed! oy Lgb|  MA2 28
Drawings and should use horizontal ruler level measurement 2 meters during | of cox . Jeadl U o 2 4.8891 8lauall Syina uld plasil oy
work. All works should be done according to the site engineer's instructions. 90l predige Ologlad o JlasHl oz (o1
EXTERNAL & INTERNAL TYROLEN WORK : :&I.\Jb ";_)l;'dl A g il Ayl
Provision and implementation of the colored tyrolean spraying, using white J8 Y Ly 2! Casadl plascialy Oslall ol Gl daisy pdgs
£1.10 cement, a ratio not less than 400 kg/MA3, dense concentration, with medium Tl iy Aawgie Bgduse S 1S5 3 Ao [ 025400 o MA2 70
- roughness, and fixing product ( to avoid discoloration), before starting the Caiondl o (2 Cadaidll oy Joadl sy Jd (Ogl1 a3 (i)
work, and should be cleaning the floor from cement, all work should be Bgall pudige Oladsl s 0555 O o JlosY pra
according to by site engineer instructions.
TOTAL COST OF (E.1) IN USD $
SHADING ROOF IN FRONT OF THE REFILLING SMALL GAS CYLINDERS (SHADE #2):
B2 g il SUall bl ghaet diged Ble! 482 plel kel
PROVISION AND INSTALLATION METAL POLES 3 METERS (10X10 cm, (e 2 low ¢ o 10x10) )L“ui 3 dddae Bues g J}s}T\
Thickness 2mm )and the metal plate 30 x 30 Cm thickness 14mm fastened ¢ 3geall e Ao 00 15 dSlows oo 30 X 30 dlal dduae dpiiog
E.2.1 |and using X4 20mm anchor bolts. all steel parts shall be painted with three iz gpor oMb o o0 AX20Cusl 8L Byl e dighog NO 10
layers, All The Work should be done according to the drawings details and Juolds o JlasHl o JuaiS ey ¢ Olids Sl H3Y 5all
site engineer instructions. gl pedige Oladaly ilo gunll
STEEL ROOF WORKS with dimension (5.5%6.4)m: :p(6.4%5.5) ol Cadud! Jlos
Providing materials, tools, and manpower to construct a steel structure for
the roof according to the design drawings. using a sandwich panel thickness G o) Juae S cLidy Aoladl 55l gl olgall pdgs
of 5¢m, the sandwich panel should be extended from each side of the roof Lo 5 Aoy b (1395l 719l plusinly  drssesatll Olaguoyll
E.2.2 |and should take tendencies for drainage water into consideration. The price L Jssa) Blele gn s il S e A1 16091 okl @i O iy LS. 1
includes priming all members with anti-rust and painting two layers of paint gall pglie Olas cpe didas Olads usdl Jgll Olas jaudl Jodo
prior to installation. All details must be according to the design drawings B89 Juolatll grezr 0555 O ez ST b () Ol (e (il
(sheets # 13) and the site engineers. 2B9all pedige Sladlady (13 08 dxasall) puasadl Sloguy)
SITE PREPARATION UNDER SHADING ROOF( FRONT OF REFILLING OF THE 1(Badall jle QUbhai Ll Bole) ﬁbi) Alllae Caxd é}dl;}ﬁ:ﬁ
SAMLL GAS CYLINDERS):
Provision of materials, tools, and manpower for site preparation for cleaning g0 Cudaid) @B gall gt dlolall 19 cilgalg slgall pdgs
£23 the site of the rubbles and transportation to the site determined by the camp e &b 0,89 ¢ pueedl B)lof o3 U gBgall JI Jadly oYl i~ s
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The GROUND SLAB (500X600) CM: sps (600 x 500) duiyl Ao
Providing tools, manpower, and materials for the casting of the floor with
reinforcement concrete with cement ratio of 350kg/MA3, thickness not less 2o SVl cual aidUI ol gally dlelall S5allg wlgadl pgxs
than 20 c¢m, using reinforcement bar 16 mm @150 mm C/C in both 05 Ja Y tlows 34 0/ 025 350 Conl Ay Aol Blugydl
€24 directions for the bottom layer and reinforcement bar 12 @150 mm C/Cfor Sl syl 0 150 S o0 16 gl G plusiinl ouw 20 MA2 30
“="" Jupper in both directions, using nylon & shuttering for the edges & smoothing plascinl dglall ASid o 15 ¢S ol 12 4had b g dudiw
the surfaces by hand trowel machine, taking into account the tendencies of 20 ¢ gy Ayome AT Al gy @o.w‘)!l sy CBlgedl GME] OghUll
water drainage, should be curing the ground slap a week three times at least. - Bl § Ol S Lgudas @y O o ¢ obaall el Jgue Blelye
All works should be done according to the design drawings and the site pedige Oladaly euesaill lo guny B39 JlesY (e Ol G
engineer's instructions. g0l
TOTAL COST OF (E.2) IN USD $
F.1 |FENCE REMOVAL:
REMOVAL CHAIN LINK FENCE: b )
Provision tools, manpower, or suitable machine for removal of chain link
11 fence consisting of poles pipe not less than 2 inches, with galvanized chin line | Gl 39290l Zzluw AHY dnslinll U1 o dhaladl (55l ol ilgoYl pd g3 ML 35
"7 |with thickness 3mm and good wrap and all other items, and handed over to ¢ oo 3 Chawg e ik ¢ 131 2 oo B Y b el e 055 '
the Blumont's warehouse, All works should be done according to the site JlesYl e il oy Ol ez ¢« Blumont Egiume ] lgasludy
engineer instructions. 2gall pedige Slaglad o
REMOVAL OF BRC FENCE: :BRC ygw 41|
Provision tools, manpower, for Removing the BRC Fence with high 200 cm, @le @ 200 a5l BRC gl ALY ¢ Aoladl 558l clgal 1955
with poles every 3 meters and, with the frame between each pipe (column) Llo) e i sill el cp ol g ¢ lial 3 S Bukecl oo 009SiT
with crouse inside the frame using angle-line 2", 2mm thick., and BRC chain Joia y2dl 0o 3 d8lows ouw BRC (5X5) ety HbYI J5ls ddate
F.1.2 mesh (5X5)cm thickness 3mm, the price includes also cleaning of the poles of | 60 3es9 euw (40X40) &luysdl Bacld Js1s Bukasl Jawl Cadais Lal M.L 77
the bottom from concrete bases (40X40)cm and 60 cm depth to be ready for | Jeall 5 o3k Lo 5 ao dpdr 1d90 & S BaleY B3l 09SH o
re-installing on new site, with all need for the completion of the work. .
All work should be done according to the site engineer's instructions. 2g0)l pusige Slaghad s Joll S o2 O e
Removal BEAM : : Sl L)
Provision of materials, tools, or suitable machines for removal of the
concrete beam link between the poles with dimensions not less than 15X20 Suesdl (e Lyl 3l Y alio @lgal of il of sl ge A855
F1.3 cm, cleaning the site from the rubbles, and transportation to the location I Jadly ¢ g e aBgall Cadasig ¢ o 20 x 15 e J&5 Y b m.L 112
determined by the Camp Administration. All work should be done according G @35 Ol o JlesYI o eudeall 81 oaues (I adgell
to the site Engineer's instructions. g0l pudige Sloglas
TOTAL COST OF (F.1) IN USD $
F.2 |Repairing old fence and installing a new fence
EARTHWORK FOR COLUMNS BASES: BlasYl delgd) dup)yl Oy
Provision of manpower, tools, or suitable machine for excavation of the i)l Olya> P e drsliall @Y gl lgaY ol dlalal (558l 4do5
earthwork of any kind of soil ( Rocky, soil) for poles bases with dimensions 0 J85 Y sl Buscl aelga) (&5 « dysp)  dpAll 895 0950 Loge
F.2.1 not less than 40X40 and a depth 60cm, cleaning the site from the rubbles, 2Bgall dl Jadly « 02l e g0l Lalaiiy ¢« oo 60 3as9 40X40 NO 101
and transportation to the location determined by the camp administration. oedige Olodlal e Joall S o Ol Jeeeall 1] oass (5l
All work should be done according to the site engineer's instructions gl
REINSTALLING BRC FENCE: :BRC gl Cail3 Bole]
Provision of materials, tools, and manpower for REINSTALL the BRC Fence
with high 200 cm, and poles every 3 meters and, with the frame between L)l BRC gl | s Boley Aalall 5919 Slgallg olgall pdgs
F.2.2 |each pipe (column) with crouse inside the frame using Angeline 2", 2mm Llg) e 0955 @ eIl o )bl pe ¢ el 3 Suecty ¢ e 200 M.L 77
thick., and BRC chain mesh (4X4)cm thickness 4mm (as mention on item line | ;5Sie 32 S) oo 4 Slaw e BRC ¢ (4X4) ehads 9 " 00 2 dSlows "2
#F.1-2) . All work should be done according to the site engineer's instructions oediga Olodal o Joall S o Ol o (F.1-2 # 9l Yo 4
gy
ADDITIONAL WORKS FOR THE OLD POLES (COLUMNS): 1(BuesYl) dopud)! B A8L5) Jlash
Using rectangular pipe 8x8cm 2mm thick,50 cm high for welding from the o o 50 glad)lg o0 2 ouw 8X8 layl Adatuus B9y plstiul
top of existing poles fence and every 3 meters to get a fence with high 250 T e Jgraxl) el 3 Sy 83925l BukasYl Thw del o el
F.2.3 |cm with all necessaries needed. All work should be done according to the site Joadl S o O o Bgllan)l Slojlial! e e 250 AL NO 14
engineer's instructions. 2B 9all pedige Slaglad o
Note: Should be covered all poles from the top by metal caps (accessories). dame dxatl LeYI o BresY o ddail Com 1A gle
(©blgunus])
BRC FENCE HEIGHT 250 CM: spw BRC 250 gLkl bt
Using frame between each pipe (column) with crouse inside the frame and Llg) 9¢ o 4 X o 4 blg) oy 09555 G (09esl) op ol plascil
one cross angle-line in the middle using angle line 4cmx4cm, and 4mm thick J&5 Y &Slews ¢« pus 20 x 20 slasb ey oo 4 clowy 4*440Late
and plate with dimensions 20X20 cm, thickness not less than 2 mm in the BRC &S plg ¢ illahasiall s ¢ Y Cisaiio G20
F.2.4 |middle of the frame, as per drawings., also welding steel BRC chain mesh < @3yall el § L:SﬁL«éS’l e, 4 e JBY Sl e (4X4)|  MLL 42
(5X5)cm with thickness, not less than 3mm by using angles 4cmx4cm, and 289001 (e BRC &Suid Juaall oY wolulid dsf com dlasdle
4mm thick for all sections as attached drawing,
Note: Should be taken measurements of the metal frame of BRC mesh
from the site.
METALLIC POLES: d0ume Biest
Provision and installation of new metallic poles with dimensions 8X8 cm,
thickness not less than 2mm, with high not less than 300 cm, 50 cm inside Ji5 Y dSlowws v 8X8 iluliies Bt didas Bas! Sy jaeas
F.2.5 [the concrete bases with cement ratio 350 kg/M”3 and high net 250 cm from Ayl delgall J515 0w 50 9 pue 300 o= J&2 Y glisb o0 2 3¢ No. 80
the surface of the ground, the price include fixing poles with concrete base Taw o o 250 Elasl dlog 3 A e/ ©25 350 dtiowsl doudy
(50X50X50) cm, all works should be done according to the site engineer 50 * 50) doluy3 8aclly duiluys Shas] Condl Jodiy yaud! Slusydl
instructions. 2 90dl prdige ©lolinl w05 O ez Jeed! auezg o (50 *
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BRC FENCE:
Using frame between each pipe (column) with the course inside the frame
using angle line 5cmx5cm, and 5mm thick., also welding steel BRC mesh(

:BRC gl
o 5 Blaws 9 ous 5%5 Lyl) (3o 055 I (3908) IS i o] plusian
SV s 31 Lgly das go 51 dawy (§ dbaie bl Liasl 3

of walls with dimension 60X50 cm, and remove debris to the site determined
by camp administration all work should be done according to the site
engineer.

I plasl A3ls ¢ o 50 x 60 slask Ok sl (L5 ¢ Gy5a0)
e JoeYl arazes pLd)l Com puseall 8)13] 03055 (U1 a3 g0l
Logall puige

F.2.6 |4X4)cm with thickness, not less than4mm and high 250 cm, and welding s el Sy ¢ o4 oy ¢ o 5 x e 5 dygly Jas plusiwl|  MLL 160
metal plate (20 * 20) cm thickness of 3 mm in the center course, all the work o plods ¢ o 250 glahyly oo 4 ¢ Jir Y oo ouw BRC (4X4)
should be done according to the details as attached drawings and site S o 0l o gall gl 3 e 3 w00 (20 * 20 ) June
engineer instructions. 290l pusige Slanlaly dadyoll llalases Juolidl Caws JlosY!
Gates: 1Sblgd!
Supply and installation of gate 300 cm wide, 250 c¢cm high, main body tube 2
inches, thickness 2 mm, and section inside tube 1-inch thickness 2 mm, every 0o 0958 Hlbly euw 250 glally puw 300 (2ym Dilgr S9 dyg3
£.2.7 10 cm vertical and 30 cm horizontally, with best wheels not less than 1 Cgsl e U,Su &f‘lsl,\.ll QW} o0 2 oy (il 2l No 1
"7 INo#5.and channel as the base for the move of the wheels. and all necessaries Y @lee Juabl g (28l 0o 30 9 (oohy o 10 S5 o0 2 BSlowe Lo '
need. the price includes opening a sub-gate with dimensions 1X2m. with el Olopltuall grazy . Ayl Jagudd Obys g0 5 # o JB
handle, things, best rim lock, and also padlock. all work should be done o g9 Juadl Jad ¢ padie ae 02 x 1 slab &b lgy T8 Jodi
according to the site engineer's instructions. gl pudige Olowdad o Joadl S o of
BEAM: FWENTRTR
Provision of materials, tools, and manpower for implementation of the 20 sl dsluysdl Ao)ladl dxiiad dlalal Sillg ilgallg olgall pdgs
F.2.8 |concrete beam with dimensions 20X20 cm, cement ratio 350 kg/M*3, should | &M &law e Oleawa3n o/ 025350 Caond)l &l 0w 20 %) MLL 312
be curing three times on day during the week. all work should be done Gz JlosYl aunz dpals oy ol e Eseadl UM 051 g ol
according to the site engineer's instructions. Bgall udige Ologlss
PAINTING WORK: 1 gl Ol Jlasi
Provision of materials, tools, and manpower for painting fence three layers of e Ol My zledl D) doladl Gallg Sl9aYlg Sl gall A3g5
F.2.9 |oil paint, should be cleaning old poles from dirt and old paint, for repainting sHlally ‘CL@S’I O dapad)! BoasYl Ciudass o= O G ¢ ESUCIESIREN VI 320
old fence and new fence with all needed for work. All work should be done Jead) o3 b S5 sl zleadly @l zled ! b Bole ¢ @auall
according to the site engineer's instructions. gl pudige Olowda3 o Joadl S o O
TOTAL COST OF (F.2) IN USD $
G |OPINING ROAD:
EARTHWORK FOR OPENING ROAD: T @b é?.aJ i)y Oy
Provision of materials, manpower, or suitable machine(front loader, grader,
road roller, water truck..) for excavations of the ground any kind of soil (soil, ¢ dgas ¢ L_;LaT)ajl) dawliall O gl sl Sul o Slgall g5
61 rocky)with depth not less than 75 cm as average and width not less than 800 (dy3uo ¢ &,J)J)‘?\,Jﬂl oo g oI i (.. ol dilis ¢ Aa ML 150
: cm, should be cleaning the location from the rubbles and transportation to ¢ e 800 (0 SST5e Jib Y (5509 JauwginS 0w 75 e J& Y 3o :
the location determined by the camp administration. the price includes B)lo] oo I adgall JI Jadly polail e adgall Cadatd s
watering with good compaction to be ready for the preparation of the road. @kl et 3ol 098wl Jasall )1 Jado padl ousall
all work should be done according to the site engineer's instructions. Byl pedige Olodda3 > Joadl S o Ol o
ROAD PAVING LAYERS: 1@kl oy olinb
Supplying materials, manpower, and suitable machine (Grader, front loader,
road roller, water truck) for implementation of the road with a width of 800 - A - L_;LAT)J)J - agan) dxlie Wiy dlole (5539 5o L)s
cm, the paving as follows: QU sl e Caiollg ¢ pus 800 (2ym @ohall duisd (olae dilis
1-First layers: layers of sub-base (first type, especially for roads) with (Bylall dols JoII g9dl) blay dadall oo wlids :doV wladall -1
G.2 |thickness 35 cm as average underground after compaction, should be laying | 4ado S wlid e o g5 ¢ Judlum el ees 0 35 Juze clowy|  MLL 150
on layers each layer 15 cm thickness, should be well moistened and iz ghssg leub s o ¢ o 15 Slow
compacted. G ¢ e 25 e Blawg uSe joe> (o A 4501 dadall -2
2- the second: a layer of the crushed stones with a thickness of 25 cm as oodige Olodlal o Joall S o O e T haiog lgdo
average , should be well moistened and compacted. All work should be done 2hgall
according to the site engineer's instructions.
TOTAL COST OF (G) IN USD $
H Construction New Gas cylinders Storage
H.1 |SITE PREPARATION & EARTHWORK WORKS
EARTHWORK: syl by
Provision of materials and manpower, tools for cleaning the site from (of
thorns and grass) and excavation, the ground of any kind of soil ( rocky- soil) (inadl) 0 @B gall Caddnss Slgaly dlaladl Sulg slgall pdgs
H.1.1 |with a thickness not less than 30 cm on average, and removal of soil to the 05 J8 Y Blewg (L5 - Dy3u0) DA 65 055 lags duzyl ©bya=g|  MA2 925
site determined by the camp administration, the site should be cleaned from | com ¢ pascall 8)lo] o (Jl gdgall 701 Ay Jawgiall (§ @ 30
rubbles and watering with good compaction to get one level. all works e Jgramdl e S b3 9 2Bl ge 2wl e gl Lalas
should be done according to the site engineer instructions Bg0dl podige Ologlad o JeeYl e @6 O o >y Sgime
SITE PREPARATION FOR CONSTRUCTING NEW GAS STORE: Ol e el sl S
i . . ’ ey ¢ (sl plel ¢ Bagos) dewlio UT 51 ¢ dalall (5alls Slall b5
Provision materials and manpower, or suitable machine (Grader, front of - Jl sl e gl
Io-ader),- for site preparation as follow:1-layering a Ia-yer sub-base best typg, o 15 08 Ji Y el ¢ Uiy & g5 M' oo Slids s -1
with thickness not less than 15 c¢m, should be watering and good compaction, R 5 < . e
H.1.2 A : ) ) ) 3 0% OF G JsYl aunzg ¢ 1 Uaiupg Gaw 00 Ol | MA2 300
all work should be done according to the site engineer instructions. i N
) SRt sl puige ladlsl o
2-laying a layer ?f the crushed stones \{wth thlckn?ss not less than 15 cm, e 0555 ot 20 08 i Y ey uSall sl 50 A L2
should be watering and good compaction, to getting one level and all work e lanka a5 sl wisg ol i o e tlas
should be done according to the site engineer's instructions. o i : PRIIZ St §2 2 C-T‘}j'
FOUNDATION OF WALLS And columns: : Bl g Ohderl Olwlad Jo oo b ya>
Provision and installation of manpower, tools, or suitable machine for
H.13 excavation of the earthwork any kind of soil ( Rocky, soil) for the foundation Aoyl ©Obyas> J2 e dusliall W gl ©lgadl of Alelal Sl b5 ML 108

TOTAL COST OF (H.1) IN USD $
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H.2 |REINFORCEMENT CONCRETE WORKS
REINFORCEMENT CONCRETE FOR FOUNDATION: rdoedune doluys bl
Provision of manpower and materials for casting the beam with dimensions 40 x 60 sl Goud! Bl cual Ao dlgally doladl S8l pd g5
60X40 cm, using reinforcement bars 12 @14mm(min) for short direction, and € @Ygb 12 5ue 00 14 J&Y Hhad il Oluad plasusl ¢ pu
H.2.1 |using bar 10 mm for Ties each 120 mm, and cement with a ratio 400 400 dewds Cowwlg ¢ 2120 S 9ldll oo 10 Gamad plusuiwly|  MLL 108
kg/M"3.should be watering three times at least one day during the week, IS a9 pg J3YI e e W G 050 Ol Lz ¢ 3 A o/ oS
and all work should be done according to the site engineer's instructions and 29l pedige Slaglad s 05 O o sl o9 ﬁw‘ﬂl
attached drawings per (sheet #3). (3 3) dxio) 48yl lagusylly
REINFORCEMENT CONCRETE FOR COLUMNS: rdoelunodl dudluysel! Byl
Provision of manpower and materials to cast columns according to the design
drawings, at a height of no less than 300 cm from the top of the floor, the oot Ol gasyd (39 BhasHI Cual Aoy sl gally dloladl Soall p3g5
H.2.2 columns are reinforced according to the design drawings with 10X@#16 mm el @ueds @ing « Al el (po oue 300 = J&2 Y glasyl e ¢ NO 32
" |for the short direction and #10 mm each 100 mm stirrups. and cement ratio 10 5hdy adll slsd 10 dds oo 16 ki euasaill Wlo gy oy
350kg/MA3. should be watered three times on day during the week, and all G 3 M [ 025400 Coend)l dendy 2100 S )sldl oo
work should be done according to the site engineer's instructions and G Joadl (S o ol 9 ¢ EWS" UM 05l (§ wlye M gudo 3
attached drawings (sheet #4). (4 03 dxipall) dadye)l o gusydly a8gall Ludige ladas
REINFORCEMENT CONCRETE FOR THE BASE OF GAS CYLINDERS STORE: eIl &3 giumna Aoyl J! (o doelanadl Lyl
Provision of materials and manpower for the casting base of the gas cylinders
store, with dimensions 10X22 m, with thickness 25 cm, using reinforcement S blglawl O33eed Aoyl cuall Jl (pedlolall (S9allg Sl gall Adg3
bars in two layers 16 mm each 15 cm in both directions, the slab is doubly 0 16 (e pudid Oluad plusuinl eu 25 Clowns ¢ 10x22 e
H.2.3 [reinforced (lower ) 12mm each 15 cm for upper in both directions, and ((Jow) cacline g AN D985 g ol %L_é 15| MA2 230.0
cement ratio 400 kg/M*3, should be smoothing surfaces by trowling S Oleaw3A e/ ,«:5 400Csewdl dndg ¢ . Wl dads 12
machine. Nylon shall be laid before concrete placement. chamfer for the oo Ui Osbll by o sl AT Al gy o)l onss
edges and all work should be approved by the site engineer. The price oo JesYIl oy Blgadl Clade e 4adlgoll 05 Ol e Lluysl
includes constructing a ramp according to the design drawings. pesaidl Ologasy) Bdg yuouie sLid] yaud! Jodio gl pedige S8
THE WALLS OI-= THE 20 CM THICKNESS: ) - e 20 ey Olplr
Provision and implementation of walls of bricks (20x20x33) cm best quality e R K R
) J2l o (33 x 20 x 20) (dre)d ) wghall oy Oz duiy 1S
for the between columns, beams and above beams, using cement mortar for e s K . R s .
R X o X OleladW Aol &go pluseiwl (g9 Log 3519xl 9 BeeIl (o B9
H.2.4 |the constructions (1:3) to fill the joints between the bricks, all the work tTe Lk K MA2 300
. s D : ) e JasHl o i oy Of e sl oy oolsdll edol (311)
should be done according to the details in the Drawings, and should using . i . N N .
. X 2 3891 Bl Ggime (olid plustinl oy ¢ Ologuyll § Juoladll
horizontal ruler level measurement 2 meters during work. All works should “3-“” e Sladss JlasHl o o “LA;JI s
. G fes . 1
be done according to the site engineer's instructions. Eolo T HOT (O >
REIN-FPRCEMEN-T BEAM BETWEEN THE COLUMNS 30X40 cm: :30X40 cm Baas Lty § gisdl 35l
Provision materials and manpower for the casting of the beam between the R . § L
A ) ) ¢ eVl o el (s Jasll 3l cue Jl oy ilgal 9 lge pdgs
columns gas cylinder store, using reinforcement bars 12mm X8 for short R . N et s
. . . Tl dpd> ¢ Y gb > B ous e 12 yhad el Oluad plusuiwl
H.2.5 |direction, and ties of 10 mm @ 15 cm, the beams should be watered three K N o A N M.L 106
) . ' : Eoredl IS poall § Slpe S Biliuw oy ¢ s 15 S a 10 yhad
times on day during the first week of casting. all work should be done = T e <
. ) R ) ) Bgadl peige Oladald s Joadl 8 0 O . sl o0 9V
according to the site engineer's instructions and the attached drawings L . R
(5 0 A=iall) dadyall Slogusylly
(sheet #5).
EHIC'K'EN WI:F stallation of chicken wire netting with width hole 1/2 inch T b
rovision and installation of chicken wire netting with wi ole inc . . . . A
1 &Slawy 111/2 Aoty zlardl el oS s
H.2.6 |and thickness 1mm at least and, should be fixed with walls by screws and ; (}’k ~ 0 iSb:S/ UD)L,' ‘uaj 'o' Qb ujj Js)il MA2 300
e ‘
washers each 40 cm. The work should be done according to the site RO e S L’c'“ 5 00 o J
. e . 29l pedige Slaglad s Joad|
engineer's instructions.
INTERNAL PLASTERING: :&I.\JI 3\53)}"
provision and implementation of internal plastering in three coats ( dash, itz Hlaye i) Olads Sy JsIU1 paxd! Jlasl duaisy pdgs
H2.7 underlay, softening ), with cement dosage equivalent to 400kg/M*3 white b S el ogl 34 ¢/ 025 400 Jsls dltion! dsyams ¢ (ash MA2 600
““*7 Icolor, with all needed to complete work, should by be cleaning the floor from | M5 &liw ¢ Cowwdl oo dup)Il Cadas 8l G ¢ Joall ple3Y a3k
the cement, and curing a week three-time in the day at least, all work should | (edige Slesdad s 45 Joadl o Ol e ¢ J8YI e ol § whye
be done according to the site engineer instructions. gl
EXTE-R-NAL PLASTRING TYRF)LEN WORK : - - - : ddg el Ayl
Provision and implementation of the colored tyrolean spraying, using white 05 Y By L) o) oAl gl L0 =)J”l .u.;.u o
cement, a ratio not less than 400 kg/M3, dense concentration, with medium o ‘ﬁu . f T u -_5 G 09 20
H.2.8 - L ; . all Ciliy Alnugi Ly S 1S53 M p /025400 o[ MA2 | 325
roughness, and fixing product ( to avoid discoloration), before starting the | 7 L B
) Sl o (2 il g Jaadl sy i (051 5 )
work, and should be cleaning the floor from cement, all work should be gall utige < s 3555 0 JeYl
. ol (S -~ e
according to by site engineer instructions. Erl oo B i O O e i
PAINTING WORK WALLS : sdeadl Ol b
-The surface must be prepared with sandpaper to be ready for painting and O9ks aub99 Ol [l 098 8raiuall B)sr el g3 s -
laying a nylon on the floor for keeping it from the paint. 0L (e dnlexd (oY1 Le
-Provision materials and workshops for implementation of three layers of oil | Juash <l SYL 2031 el e Sl M dxiad yg9 dlge dgs -
H.2.9 - ) . - = " . i | MA2 325
painting acrylic best type and anti-moisture at least. S8 e dogb,l) dagliag g9
- Use painting paste around the doors and windows and fill cracks. should be o . Bsiadl dug L8l glly Glgl Js> ool (gzmns plusuil -
cleaned the floor from any specks of dirt. all work should be approved by the Jd oo desYl e sleisl o .‘Cngi [ gT o0 Gyl cadas
site engineer. g0l eige
PLASTIC PVC TILE FOR WAREHOUSE: 1Oled gl @ d 3 ehiuwdl b3
Provision of materials, tools, and manpower for installation of plastic PVC tile | 4Slewsg PVC ¢laiwsdly b3 S dlalal sudlg lgaYlg slgall pdg3
with dim 50X50 cm, thickness not less than 25mm, with specifications as 1483 wlaselgally @0 25 oo Ja5 Y
follows: PVC 8392 Jundl
Best quality PVC ol Baley Abls 1004
H.2.10 |100% recyclable with a projected life span of 20 years Siueg Ui PVC b3 055 of | a2 200
PVC tiles should be durable and stable. - A ddass) ST o>
Larger size for fast coverage - Ollead! Jilguw OB Bl p2
Unaffected by automotive fluid spills Ao ASOlide Juolie
Tight-fitting interlocking joints. Aoy STy Wgyang Hal e g dolda Olye & 3o
Easy to clean - sweep and mop. Ty puiS - Caudaidll Jgu
TOTAL COST OF (H.2) IN USD $
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H.3 |METAL ROOF WORK :
Metal roof works: 13l el Jlasi
Providing materials, tools, and manpower to construct a steel structure for o i) Clio S sl dloladl (S9allg ©l9aYlg olgall pdg3
the roof according to the design drawings (Sheet #6). The price includes clacHl S gz pand! Jodo (6 03) dzio) duspasadl Slo guyll
priming all members with anti-rust and painting two layers of paint prior to :dL:JSoLbS»JI SAI B Ml eye piids Mg Tsall sliaes
installation. The components are as follows: 100x50x2mm :éwu‘)il Sl -1
H.3.1 |1- Prime structure: 100x50x2mm 40x40x2mm :0gllexd! S -2 Ls 1
2- Truss structure: 40x40x2mm 30x30x2mm : olgr e ©bgde-X -3
3- X-Bracing: 30x30x2mm 80x40x2mm :aluwell -4
4- Purlin: 80x40x2mm 300x200x10mm X34 :34clall d>g) -5
5- Base plate: 300x200x10mm X34 X204 (£15 D20 :bluyall (£ -6
6- Anchor blots: ©20 Bolts X204
ROOF OF SANDWICH PANELS: 1 s g | Lo C‘ﬁﬁ
supply and install roof sandwich panels to cover the upper part of the steel o .3V 98l Sl opo (Solall 5l ddasd Lol Cljﬁ 59 Ay g8
structure. the panels are 50 mm thick, and should be fixed by waterproof DbY e clall daglie poluney lginds cazmg ¢ o0 50 C'&JS" o
screws on the metallic frame @40 cm c/c,. the ridge cap composes of a Sl &idae Ao (30 095 slhaé I B3LsLic e 40 S Jtasll
H.3.2 |metallic plate 1 mm thick and 40 cm wide at least and 23m m long, to cover EURE e dudaas) ¢ e 23 Jsby JBYI e w40 poyeg o 1| MA2 260
the space where the sandwich panel connects at the middle on the top, the rolaall e ¢ Yl & caiiall § Gaibgiludl d>g) gd Jaais
joints should be filled with foam to avoid leakage, and contractor should Dby ol zylgwe 395 Jsliall e o ¢ @l o pgall Soley
provide a truck of water to test the leakage, all the work should be done seige Sladlaiy Olagasy) B3y Jonl! 8 en of a9 ¢ ]
according to the drawings and instruction of the site engineers. 2l
Windows: Ol pguiall Sl dpdid) AW ©19aYlg Ulaally Slgall 23 g3
Provide materials, labor, and tools to implement a Slide Aluminum window Jul gzl e O3 e 095e e 150 * e 60 Slagly
dimensions 60 cm * 150 cm consisting of two parts and part as a net as ) SldSy e 2 e Ji5 Y Blowy e 9.5 syl pgaiall alado 0950
follows: 50 Ja Y mdus
the section consisting of the section 9.5 cm and thickness not less than 2 mm, | 10 S @ 2 dSlew puw 2X3 aladio ©Md95 ¢y 0955 Hetd Do -
and also reinforcement glass not less than 5 mm Je 00 2 Blowsg puw IX1 Olowid ((Jga,e ) s plond Lialg s
H.3.3 |- protection grill consisting of the tube 2X3 cm, and thickness, not less than 2 Lo 8 NO 14
mm, and also welding a net with a dimension of 1 cm and thickness 2mm on | deglis dado ) Olad (pe Wlidb G Wi Dlax> OS Jeado) yall -
the protection grill (@2 03 e (il Haall
- and also provide and install marble around the windows with a width of 30 | .5ag=> Juadl o 30 oy Jdlgdl Jg= pls Il SS9 g Ll -
cm best quality. (7 08y i) Aa8pall Slo gusy)l o Jlasl ppazr Jsdl3 o
All work is done according to the attached drawings (sheet #7) and the site 90dl prdige Olaglady
engineer's instructions.
SLIDE DOORS 300X300: JUl 55 e Slasslge 10300X3003lb Gl 55 Gl
Provision and installation of metallic slide door consisting of two parts each bl 43)3 S 8)5 ¢y O95T5 dpda Ol £65 Ol gl S5 9 ygS
part 150X260 cm consisting with specifications as follows: th e 0955 43)> (S e 150X260
1- The door main structure, partition, and X-bracing consist of an HSS pipe gy adolie (o 0SB Olaand 3 LU syl Sl -1
section 40x60x4mm, covered by a metal sheet with a thickness of 3 mm, 09555 o) olbly, oo 3 e Ja5 Y ASlews @uae zlo 9 2060X40X4
with Door frame main structure: profile section minimum 50x50x2mm from el 9 Jawl po Olexe Ll 9 o0 L 50X50X2 By Jidgp oo
H.3.4 |above and below for slide wheels best quality, with all accessories handle Sl JWaB) (aplie oiWI Ol ST S o, Boudl § B39 J423L|  NO 2
and two rim locks for metal doors, heavy-duty (high quality). size shall not be ok o SS9 0w 14X9.5X2.5 e J&3 Y (uld 839> Juadl 2 sue
less than 14 X 9.5 X 2.5 cm and all needed for installing doors oWl S
2-The price includes opening the door inside the main door with the same ) Claplgall iy (gubll Qb dsls Qb 7 Lanl Jado jaud! -
specification and all accessories ( two rim locks, hinges and handle) all work G 0% O oz Jleed! S5 ( plie 9 WDlaka 9 2 sae Jladl
should be done according to the site engineer's instructions. L gl pedige Ol gs
(@25 O oo uel + ol doglae dib ) Sl 0y Ol Liay -
TOTAL COST OF (H.3) IN USD $
H.4 |ELECTRICITY WORK FOR New Gas cylinders Storage
Control box and operation:
Providing and installing Iron Box of 1,5mm thickness and dimensions il @Sl Ggdie
(50cmx50cm) (appropriate to contain all the required parts and protect from | x e« 50) slals J8YI e oo 165 &Sl dpd> B9iue S39 3B
outside factors (rain, sunshine...etc.), and installed inside the panel properly Jalgall 5o Lgilomg Lgllanll el 486 sl iy (alia) (o 50
and sturdy all the following: o et &l ¢ haedl) Ayl
The electrical supply should be connected during the day and disconnected at s Al g G S dliady gl <LsT BLuSIW Juogs
night automatically by a photocell, with the possibility of a manual B e 13 3 BLSI Handl G9! Juo gl &) o ¢ &8940
connection to the electrical supply at night if necessary. The box contains the (bl e Gyduall Sy
following: 1 ode el 60 HgSlissS -1
1- Contactor 60 amp (NO.1). dods el 32 55:SL5eS -2
Ha1 2- Contactor 32 amp (NO.1). ) ode el 9 )eSEeS -3 NO 1
"7 |3- Contactor 9 amp (NO.1). (1342 ) el 60 ¢ 3US ¢ (MCCB) &nunss )l 8511 adold -4
4- Main Circuit Breaker (MCCB),2p, 60 Amp (No.1). (1 52e) Al 10« S9dly JI Juasill gyl ke -5
5- Optional switch for automatic and manual operation, 10 Amp (NO.1). (4 50 ) &d=11 8:LoY1g Zolyed) (Start and Stop) L) Je baiol -6
6- Push the button (Start and Stop) for fans and internal lighting (NO.4). (350e) 4922094 4l -7
7- LED bulb 220 volts (NO.3) [STAII EYES B o ¢ zoll sl ( Do gl juez o
With all connections between the parts of the panel are made, with copper SA Olasdodl guar pe ¢ @Mm
cables in a plastic tube, with all accessories for installation. o« Byl § B39 Jadl pe Lo gallg 8511 ol g8 00955 OF
The circuit breakers and contactors must be of the best quality in the market, |, juedd! daily Jaodl oo lesdl LSy 2o bildl e Gounall o
fixing the box to the wall with the installation of protection from rain and ok O (o 2x4) IS dawl gy dsdl Hhae JI Goduall Juo iy
sunlight and connect the box to power source by cable (4x2 mm) all the work 90dl prdige Oladlady Juolaz) B39 JlesY [IRE N
should be done according to the detail and site engineer instruction
Provision and installation distribution box (30x30x15)cm with thickness 1.5 J3YI e 00 1.5 Clowy o (30X30X15) g 95 Bykiue cS)39 oS
mm at least and contain :[main circuit breaker(63 A, 2 poles) + four breakers 20) ablgd dagyl + (cahad 2 ¢« ol 63) oy 1> abB] : (e gy
H.4.2 [(20Amp,2pole) + one circuit breaker (6Amp, 2pole) ].and Circuit breaker QSR bls gbliy [(ad 2« el 6) 3310 a8 + (a3 2 ¢ el NO 1
installed in the power source (63Amp, 2P). (kb 2 ¢ ual 63) dpdard] yae
The work shall be done according to the instructions of the site engineer. 290dl prdige Olaglad G Joadl o of
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Gas discharge: W e
Providing and installation of fourteen shutter exhaust metal fans 220 v, 50 ¢ 5552 50 ¢ cJgd 220 laiad) dddan d>gpe e danl cuSyi9 adgs
Hz, diameter 16 inches, fixing in the wall, The cable used should be (2x4) (4 x 2) paseiusdl LS 09Ss O o ¢l &ao ¢ Ao 16 b
H.4.3 |mm? Cu/ PVC shield NYA, and all cables are fixed to the wall and inside the sl (fe OB guer s @9 « PVC NYA / oloxdl 85 200|  NO 1
plastic tube, and connecting the fans to the control box, with all needed JlosYI 435 ao (Souidl Ggekivas zolyall Janyg (Sawsdl gl Yoy
works, materials, and accessories. all the work should be done according to Jeo i) e JlosYN g i oo Fupbl Glasdellg slgally
the detail and the site engineer's instruction 290dl prdige Olaglady
Internal lighting: s BeLp Y
providing and installing 16X LED lamps with plastic Ceiling holders,30 watts ©lg 30 Chitudl Caiul Jolg> ao 16 3de I rluas (S9 g5
Ha.4 The cable used should be (2x2.5)mm? and connect these lamps to the control Tmbasll ods Juo g 2ee (2X2.5) pusviell BB 0550 Of NO 1
"7 |box, all cables are fixed to the wall inside a plastic tube with all needed o Sedls gl J1s Iaslondl Ao COBI! ey (Sl By
works, materials and accessories. all the work should be done according to G Joadl (S o Ol e . Oliasdall 5 .01gelly daiMI JlasY! 238
the detail and site engineer instructions. B g0dl prdige Olaglady Juolaxll
External lighting: oyl BeLp Yl
Providing and installing six solar floodlights according to the following
specifications: 1AW Olio! gall s dpasnads OBLAS L S)39 895
1- Capacity 100 Watts blg 100 daws -1
2- Kelvin: 6000 Kelvin 256000 :;af -2
3-1P 65 IP 65 -3
H.4.5 |[solar panel: el 19| NO 6
1- Capacity: at least 30 watts J3YI e oy 30 dawd! -1
2- Type: Polycrystalline or monocrystalline gl éabigi Chghdl suase gl -2
3- Battery capacity: at least 170 W/h I3 e dsls / blg 170 :dyladl daw -3
4- Battery type:Lithium-lon gyi pod :)ladl £45 -4
All the work should be done according to the detail and site engineer g0l eige Olalady Juolasl] (B39 Jonl! 8 oo Ol G
instruction
Removal-Reinstallation Electricity poles with dimensions 10X10 cm and ¢ 06 glalg e 10 x 10 Slashs £UygS Basl oSy Bols] - ld
high 6 M, 2Bsall (o lalzall Ajly s 80 * 75 * 75 didls- dudyl ya Jlas -
- excavation earthwork with dim 75X75X80 c¢m, and removal debris from the O il 05 gkl dgaie diluys Bucl (oS5 39S -
site o)) Gpnd  p 2l G / ¢ o 15 / oo 12 geednddl s>
-Provision and installation of a doubly reinforced concrete base. .o 70X70%85 (Jzall 2 gan)l Bucld slaf 3 ¢/ 025350 Qluysd!
H.4.6 |reinforcement consist rebars 12mm/15cm, c/c both direction. Concrete Ayl Buelall lguds iy euw 40X40X1T L3 gall dowisall si|  NO 1
cement ratio is 350kg/m3. The metal pole base dimensions are 70x70x85cm. Vluty Juolgaog oo 100 Jsbog o 22 shads (gulye @)T pldseisl
Steel plate dimensions are 40x40x1cm to be fixed by the concrete base using | (wiige Sledaly puasadl Juolds o Jlesdl ez o5 g dadye
four anchors @ 22 mm, 100 cm long and associated nuts and washers. All 2Bgall
the work shall be done according to the design details and the instructions of
the site engineer.
TOTAL COST OF (H.4) IN USD $
H.5 |Addressable fire alarm system
Providing and installation control panel with all installation accessories Wlaolgell 339, CuSA Olojliue A a0 (S d> g CuS)ig pd g5
according to the at least the following specifications: + Y e AWl
- GSM+PSTN+WIFI alarm system. . GSM + PSTN + WIFI ,1d5] plas -
- Support 50 PCS wireless sensors at least. B e Sl Hlasiasl jlg 50 ey -
- Support 2 PCS remote controllers at least. Y1 e aw o Sl 5341 dakad 2 e -
H.5.1 |- Support 2 PCS wired sensors at least. J3Y1 e Sl lasidlel Jlgz 2 e -|  NO 1
- 6 groups alarm phone call and 5 groups SMS phone number at least. .legexe SMS il fléj 59 4l 45 4o e gans 6 -
- Input voltage: 9 - 12 Vdc, to turn on the device and charge the battery. Loyladl (g jleadl Juaad) | yotans HUS €9 12-9 15wl ug -
- Rechargeable and replaceable battery for the panel: lithium type A 98l 895 gl hddly el Balel AL d)las -
catalog and user manual must be provided, and all work should be done Olodad s JlosYI 43K 05 9 puseiuned! Judag oIS Adg5 o
according to the detail and the instructions of the electrical engineer. k_;lg)QSJI edigal!
Providing and installation wireless smoke detector with all installation SN Olojliue A3 e Sl Ol-0 CaiS g Sy pd g5
accessories according to the at least the following specifications: T Y1 e AU ilasolgall 339
- Easily installable on the wall or ceiling. . Gl g Jaslod! e CuSAN Jguo -
- Voice alarm when smoke is detected. L OB BLAKST Wi (§guo 1) -
H.5.2 |- Wireless connected with the control panel. . pSoudl d> o) ae LSJ;)J o -  NO 14
- Fully compatible with the control panel. . (Sl o g) o Loled (381 gte -
- It works by a rechargeable and interchangeable lithium battery. . poi 895 dilly poedid) AL Ljlay Aawlgy Jos -
A catalog and user manual must be provided, and all work should be done Olodal s JlosYI 438 05 9 puseiuned! Judog oIS Adg5 com
according to the detail and the instructions of the electrical engineer. glg,@SJI oedigal!
Providing and installation wireless heat detector with all installation 399 S Olojliue 438 a0 Sl Bily> g )i pdgs
accessories according to the at least the following specifications: T Y1 e AU ilayol gall
- The temperature alarm is changeable or fixed within the range 60° - 65° - °65°-60 Glasdl 3 ol of sl bl 8yl Ay 1] -
Easily installable on the wall or ceiling. T addl 9 sl e CSHUI Jgue -
- Voice alarm when heat is detected. Bylydl BLaS| die guo HId5] -
H5.3 Wireless connected with the control panel. LSl d>g) ae LSy Juaie - NO 14
- Fully compatible with the control panel. LSl d>g) ae Toles (3890 -
- It works by a rechargeable and interchangeable lithium battery. L eokd £ adly oead) A8 dylay daiel gy Jors -
A catalog and user manual must be provided, and all work should be done Olodal s JlosYI A3 059 pusiuned! Judog oIS Adg5 o
according to the detail and the instructions of the electrical engineer. L ygSI1 udigad!
Providing and installation wireless manual call point with all installation SN Olojliune A3 e LSUwY gy slodinl Aads CuSyig pdgs
accessories according to the at least the following specifications: + BV e AW wolauolged! (339
- Easily installable on the wall. bl e CuSH S -
- Wireless connected with the control panel. LSl d>g) ae LSy Juaie -
H.5.4 Fully compatible with the control panel. LSl d>g) ae Toles (3890 - NO 4
- It works by a rechargeable and interchangeable lithium battery. Lo £9 padly oead) LB dyyllas dlal gy Jons -
A catalog and user manual must be provided, and all work should be done Olodal s JlosYI A3 0359 pusiuned! Judog oIS Adg5 com
according to the detail and the instructions of the electrical engineer. k_;lg)QSJI oedigal!
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Providing and installation wireless alarm sound device with the at least (339 S Olojline 38 g0 élw& Goe )1l g Syig pdg
the following specifications: D8I e AW Ol gall
- resistant to weather conditions IP65. L IPB5 ikl Cgyla) pglie -
- Easily installable on the wall or ceiling. LSl e CuSH Jgus -
H.5.5 |- Wireless connected with the control panel. L (Sl d>g) ae WY Juaio-|  NO 2
- Fully compatible with the control panel. LSl d>g) ae Toles (38 g0 -
- It works by a rechargeable and interchangeable lithium battery. L eoetd £ badly aead) A8 dylay Al gy Jors -
A catalog and user manual must be provided, and all work should be done. Olodal o> JlosY! 5\359235 puseiuall Jdag @JUSJQ}S [
According to the detail and the instructions of the electrical engineer. L ygSI1 odigad!
Providing and installation automatic fire extinguisher with all installation 399 S Olojliune A3 a0 LSSlogigl 325> Dolab SS9 Adg
accessories according to the at least the following specifications: 18V e A Glasolgall
- Dry powder extinguishing item. ALl )54 slabYl Bale -
- Internal pressure at least 12 bar. oL 12 81 e (A Jasys -
H5.6 | Internal pre-ssure gauge. _L_,lsl.\.ll .h.w:.ll uub.u - NO 14
- Powder weight 6 kg LS 6 833941 09 -
- The valve opens automatically at the temperature of 68°. Az 68 B)ly> Ay s LSl 9391 ploall gy -
- Hung on the ceiling so that the powder spreads towards the ground. 02 955 Byl iy (s Chbudl (Je 3las -
All work should be done according to the detail and the instructions of the QLS pukigall Siladad cas Jlos VI A6 @5
electrical engineer.
TOTAL COST OF (H.5) IN USD $
H.6 |Rain inlets
Rain inlets: FEVYN I ESR VY
Excavation work Supply machine and hiring technical staff to excavations Loge yaml JlasHl Ul oo (201 5089 Caslio IV g5 o]l Jlesi
work for any of type (soil & rocky) to with dimensions not less than (40cm J&5 Yy (p2yl) e 40) uﬁ Jasy ool (L3300 91 dnly3) Legs OF
H.6.1 (for width) and not less than (50cm for depth), to be ready to extend the Slalsyldsl ae ¢ ol e ol 05 ¢ (Gaal) e 50) o¢|  NO 10
pipes, with appropriate tendencies towards rain manholes and removal gedl JI plasdl Ay Hlaed i el Cilowd e duliall Jgued!
debris to the location determined by the camp administration. All the work oredige Ologlad G @5 JlesYl o edeal| Byla] oou (S
shall be done according to the instructions of the site engineer. gl
Excavation work Supply machine and hire technical staff for excavation JlesYI Y1 o0 SR I Canls g3 dxunli YT wygi yamdl Jlash
work for any type (soil & rocky) with dimensions not less than e (60x180) s Ja3 Y Sl ()30 &) e 9 09 Logayionl!
(60x180)cm and depth not less than 90 cm for the manholes locations, to be Gyt sl ol 098 ¢ Jwaadll Lye @Blgal 0w 90 e Jir Y 3oy
H.6.2 ready to construct the manholes, with removal debris to a location ok O Leudeall Bylo] eouss a8ge I plasdl A go ¢ uusadl Mm.L 70
determined by the camp administration. All the work should be done 90l pedige Ologlad o> JleeYl e
according to the instructions of the site engineer.
Pipe Work Supply and installation of high-pressure 6" diameter PVC pipes (8352 Juadl) Wloss 6 s PVC bl (uS59 0395, Jlos
( Best quality) with all necessary accessories and fittings ( elbow 45, 90, T, Jas) (@] .. « T 90 ¢ 45 §55) MW wingailly wlisoll guar po
..etc.) to connect the rain manholes with the main manholes (sewage (el Bpall 3] Gyl i) olowidy Lylaall Josasl] B2
H.6.3 network) by making a hole on the main sewage manhole and extend the pipe S PV RVY - o)l Bpall dod § S Jos gryb e ML 70
then re-fixing the hole with appropriate way, the price includes laying fine 0= Jay 29 Jodin yaadl ¢ dliall Aslally 8001 2] Bale) '
sand under, over, and around pipe not less than 10 cm, backfilling’s by clean | < ¢ dadadl LAL p3) ¢ 0w 10 e Ja2 Y Ol g9 Bsd ¢ s
soil, All the work should be done according to the site engineer instructions. Bgall pudige Oladal s Joadl S 0550 ol
Manhole work Implementation rains manholes internal dimensions @or o (150 * 30) Aus1> sl Hlasl lagd Judss Jaliall Jles!
(30*150)cm with a depth not less than 80 cm with wall concrete thickness lowo Slud)l Oging eu 15 Jluys Hlzr o ou 80 o J&3 Y
H.6.4 of 15cm and floor concrete thick 15cm rate 300 Kg/m3 with metal angle @ 5*50*50 @w‘gw Sl g3 ¢ / 025300 ey o 15 NO 10
fixing 50*50*5mm with painting with one layer of anti-rust paint and three all o wlids EMg uuall sbasll D)l ¢pe Busly diday Mall 2o
layers of oil paint. All the work should be done according to the site Bgall potige Oladad o JlasI T @6 Ol o eSSl
engineer's instructions.
Provision and install metal covering for all concrete rains manholes Lgli o 985 (I plaodl Ol g3 anead) dduae duhatl CuSyig Adgs
consisting of angle metal 40*40*4mm with metal profile wide 3 cm and See2 L‘J-Auj’p.w 3 p2ym &ddas Oluad 9 oo 4 * 40 * 40 Aidae
H.6.5 thick 2mm each 2cm with all necessary accessories, hinges, locks..., the price Jaty yadl L. JladYlg ciwlg LU O ladell 338 go oo 2 NO 10
includes painting with one layer of anti-rust paint and three layers of oil Ol e il Mg lsall pglie O (e Bulg diday dUall
paint, All the works should be done according to the site engineer instructions Bgall pedige Slaglad o 05 Ol e Jlesl ez« gl
TOTAL COST OF (H.6) IN USD $
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1 CLEANING FOR THE WHOLE OF AREA

cleaning FOR the WHOLE OF AREA: :ddliall arece) adgoll s
Provision of materials, tools, manpower, and a suitable machine for cleaning
the site from the rubble, grass, wood and skimming the site with a depth 00 @85l G dpaliodl A9 Aolall 5919 l9aY1g Sl gall p3g5

1.1 |average of 5 cm, and all necessary work for completing all cleaning work and oz o 5 hugie Bany a3gall LaaSy sl udally o8I MA2 | 355.75
should be transported the rubbles to the site determined by the camp el Jas ok ol oy Cadail| Jesi ez ey Jotd Olajlisd!
administration. All work should be done according to the site engineer's o o O Gy eueadl Hlol S (e odadas 03 I adgall I
instructions 2890)l udige Oladal Caw> Jlocd!
Supply tools, manpower, and a suitable machine ASlowu bl (1o Ao oy Anslio OUlg Ahalall (58l suall oy
with watering and good compacting, and laying a layer of the sub-base 10 cm o 20 Blowg uSe yox> (0 didall Lanly o 10 e J&5 Y

1.2 |and also the layer of the crushed stones 20 cm should be leveling, watering e S ehainog Lty lgigud o Ol G « bz daisg G gs| MA2 1280
and good compaction all work should be done according to the site B35l putige lagda) By JlasHl ppez Jos @iy OF s ¢
engineer's instructions

TOTAL COST OF (1) IN USD $
GRAND TOTAL COST "(A.1)+(A.2)+(B.1)+(B.2)+(B.3)+(C)+(D.1)+(D.2)+(E.1)+(E.2)+(F.1)+(F.2)+(G)+(H.1)+(H.2)+(H.3)+(H.4)+(H.5)+(H.6)+(1)" IN USD

NOTE:
1. Our organization is not bound to buy the whole quantity mentioned in the Financial Offer.
2. Our organization is not bound to contract with one company and can split the award between one or more companies.
3. The work must delivered to Roj Camp, as per the instruction of Our Organization's Supervisor.
4. The offered Price includes transportation, loading & unloading, and any other cost to deliver and Implementation to Roj Camp in North East SYRIA.
5. The company must submit approved site visit form and to be added to bid documents.
6. The company must specify at least two qualified site-civil engineers, one electrical engineer and a survey team for the project
7. Cleaning the site after completing all implemented activities and remove the debris to the identified location by the local authority.
:ddasdle
ObaSIl Joda (3 BygSiall AetSIl AUl £l g dajho ) ot
A58 o 8T ellaall 353565 Sy 9 Bdlg A5 o WSS Ob dajle Cand dalaiall ,
. dolaiol) g iodl B e S8 (o Aol Alasll g Lygaw G Jloi 3 zay eaee JI oMol ygSiall Joadl eubundll o .
.lf)vaduéc_”ﬁ\ﬁuéi)ﬁw‘éhwwljwljwjﬂy@)wlwhﬁd‘)w)ﬁ_
el slaall Ciluidue ae 3Ll a9 detaiol) OB duall pudigall Jd (o Buiao 9 dadgo a8 gall B Bylosiuul puuldS A5 41 (Ao o .
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Name of Signatory:

Title of Signatory:

Name of Bidder:

Signature & stamp:

Date of Signing:

FINANCIAL OFFER 14 of 14 Tender Reference Code: SYRIA-TA-2023-009



